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Portable Unit - 51KPX 4

Portable Unit - 51KPX

Indoor Unit 51KPX12N7S
Indoor Unit Retail Price* €577
Rated Cooling capacity 3.5

UK Cooling kW 3.562

EER 261
Energy Label A
Indoor Sound Power Level dB(A) 63.5
Indoor Airflow (H-M-L) I/s 413/357/308
Dimensions (HXWxD) mm 728%x443x349
Weight kg 31.3
Refrigerant Type / Base Charge kg R290/0.22
Suggested Power & Fuse rating | V-ph-Hz & A 220/240-1-50 & 24
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40 WHS High-Wall Inverter Split System - Carrier Classic
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High-Wall Inverter Split System - 40WHS

Indoor Unit 40WHSWO020DTAOTEE 40WHSWO025DTAOTEE 40WHSWO35DTAOTEE
Outdoor Unit 38WHSS020ATAOTEE 38WHSS025ATAOTEE 38WHSSO035ATAOTEE
System Retail Price* | €720 €745 | €833
_
Rated Heating capacity \ \ \ \

UK Cooling Total kW 2.00 2.50 3.30

UK Heating kW 3.04 3.50 440

SEER - SCOP - Energy Label 61-4.0 61-4.0 61-40

Weight ID - OD kg 10-29 10-29 14 - 32
Dimensions (Hx W x D) - ID mm 293 x 798 x 230 293 x 798 x 230 320x1050%250
Dimensions (H x W x D) - OD mm 550%780x290 550x780x290 550%780x290
Indoor Airflow (High - Low) I/s 780/330 820/480 1100/660
Outdoor Airflow (High) m3/h - I/s 2160 - 600 2160 - 600 2220 - 616.67
Sound pressure level - ID - OD** dB(A) 42/20 - 49 43/22 - 51 48/26 - 51
Suggested Power & Fuse rating | V-ph-Hz & A 220/240-1-50 & 10 220/240-1-50 & 16 220/240-1-50 & 16
Interconnecting Cable*** (3C+E) (3C+E) (3C+E)

Flare connections (gas-liquid) inch 1/2 -1/4 172 -1/4 172 -1/4
Min/Max Pipe Length - Height m 2/15-8 2/15-8 2/15-8
Chargeless pipe length m 10 10 10
Refrigerant - additional charge = Type/kg/g R32/0.68/20 R32/0.93/20 R32/1.23/20

* Standard wireless remote controller included in system price (WH-TGO2NE)
**  Figures given for the indoor unit are at high/low fan speeds

***  Power from outdoor or indoor
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High-Wall Inverter Split System - 40WHS

Indoor Unit 40WHSWO042DTAOTEE 40WHSWO50DTAOTEE 40WHSWO071DTAOTEE
Outdoor Unit 38WHSS042ATAOTEE 38WHSSO50ATAOTEE 38WHSSO071ATAOTEE
System Retail Price* | €1,143 €1,351 | €1,594
_“
Rated Heating capacity \ \ \ \

UK Cooling Total kW 4.20 5.00 6.50

UK Heating kW 3.04 3.50 440

SEER - SCOP - Energy Label 61-40 6.1-40 61-40

Weight ID - OD kg 10-29 10-29 14 - 32
Dimensions (Hx W x D) - ID mm 293 x 798 x 230 293 x 798 x 230 320x1050%250
Dimensions (H x W x D) - OD mm 550x780%290 550%x780x290 550x780x%290
Indoor Airflow (High - Low) I/s 780/330 820/480 1100/660
Outdoor Airflow (High) m3/h -1/s 2160 - 600 2160 - 600 2220 - 616.67
Sound pressure level - ID - OD** dB(A) 42/20 - 49 43/22 - 51 48/26 - 51
Suggested Power & Fuse rating | V-ph-Hz & A 220/240-1-50 & 10 220/240-1-50 & 16 220/240-1-50 & 16
Interconnecting Cable*** (3C+E) (3C+E) (B3C+E)

Flare connections (gas-liquid) inch 1/2 -1/4 1/2 -1/4 172 -1/4
Min/Max Pipe Length - Height m 2/15-8 2/15-8 2/15-8
Chargeless pipe length m 10 10 10
Refrigerant - additional charge = Type/kg/g R32/0.68/20 R32/0.93/20 R32/1.23/20

* Standard wireless remote controller included in system price (WH-TGO2NE)

**  Figures given for the indoor unit are at high/low fan speeds

***  Power from outdoor or indoor

40 WHS HIGH-WALL 7
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AquaSnap - AWH-M - R32 Monobloc - 1ph e

Outdoor Unit 30AWHO04H----M 30AWHOO6H----M 30AWHOO8H----M
Outdoor Unit Retail Price €4,127 €4,409 €4,679
Rated Heating Capacity kW 4.0 6.0 8.0

SCOP - Energy Label - 30/35°C kW/kW 4.85- A+++ 495 - A+++ 5.21- A+++
SCOP - Energy Label - 47/55°C kW/kW 3.31-A++ 3.52 - A++ 3.62 - A++
Sound Pressure Outdoor (Rated) dB(A) 45.0 475 485
Dimensions (HXWxD) mm 718 x 1295 x 426 718 x 1295 x 426 865 x 1385 x 523
Weight kg 86 86 105
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 12 220/240-1-50 & 14 220/240-1-50 & 16
Power Cable 3C+E 3C+E 3C+E
Water Pipe Connections (Flow - Return) inch 1-1 1-1 11/4-11/4
Refrigerant Type/kg R32/1.4 R32/14 R32/14

©

R32 Monobloc 30AWH-M



R32 Monobloc 30AWH-M 10
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AquaSnap - AWH-M - R32 Monobloc - 1ph (Continued) T e—

Outdoor Unit 30AWHO10H----M 30AWHO12H----M
Outdoor Unit Retail Price €5,253 €6,354
Rated Heating Capacity kW 10.0 12.0

SCOP - Energy Label - 30/35°C kW/kW 519 - A+++ 4.81- A+++
SCOP - Energy Label - 47/55°C kW/kW 349 - A++ 345 - A++
Sound Pressure Outdoor (Rated) dB(A) 50.5 53.0
Dimensions (HXWxD) mm 865 x 1385 x 523 865 x 1385 x 523
Weight kg 105 129
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 17 220/240-1-50 & 25
Power Cable 3C+E 3C+E
Water Pipe Connections (Flow - Return) inch 11/4-11/4 11/4-11/4

Refrigerant Type/kg R32/14 R32/1.75



AquaSnap - AWH-M - R32 Monobloc - 1ph (Continued) e

Outdoor Unit 30AWHO014H----M 30AWHO16H----M
Outdoor Unit Retail Price €6,899 €7,460
Rated Heating Capacity kW 14.0 16.0

SCOP - Energy Label - 30/35°C kW/kW 472 - A+++ 462 - A+++
SCOP - Energy Label - 47/55°C kW/kW 347 - A++ 341-A++
Sound Pressure Outdoor (Rated) dB(A) 53.5 575
Dimensions (HXWxD) mm 865 x 1385 x 523 865 x 1385 x 523
Weight kg 129 129
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 26 220/240-1-50 & 27
Power Cable 3C+E 3C+E
Water Pipe Connections (Flow - Return) inch 11/4-11/4 11/4-11/4
Refrigerant Type/kg R32/1.75 R32/1.75

R32 Monobloc 30AWH-M 1




R32 Monobloc 30AWH-M 12
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AquaSnap - AWH-M - R32 Monobloc - 3ph T

Outdoor Unit 30AWHO012H-9--M 30AWHO014H-9--M 30AWHO16H-9--M
Outdoor Unit Retail Price €8,029 €9,153 €9,853
Rated Heating Capacity kW 12.0 14.0 16.0

SCOP - Energy Label - 30/35°C kW/kW 4.81- A+++ 472 - A+++ 462 - A+++
SCOP - Energy Label - 47/55°C kW/kW 345 - A++ 347 - A++ 341-A++
Sound Pressure Outdoor (Rated) dB(A) 54.0 54.0 58.0
Dimensions (HxWxD) mm 865 x 1385 x 523 865 x 1385 x 523 865 x 1385 x 523
Weight kg 144 144 144
Suggested Power & Fuse rating V-ph-Hz & A 400/415-3-50 & 10 400/415-3-50 & 11 400/415-3-50 & 12
Power Cable (4C+E) (4C+E) (4C+E)
Water Pipe Connections (Flow - Return) inch 11/4-11/4 11/4-11/4 11/4-11/4

Refrigerant Type/kg R32/1.75 R32/1.75 R32/1.75



AquaSnap - AWH-P - R290 Monobloc - 1ph

Outdoor Unit 30AWHOO04HP 30AWHOO6HP 30AWHOO8HP
Outdoor Unit Retail Price €5,021 €5,285 €5,813
Rated Heating Capacity d d

SCOP - Energy Label - 30/35°C kW/kW 470 - A+++ 4.82 - A+++ 469 - A+++
SCOP - Energy Label - 47/55°C kW/kW 3.34 - A++ 3.34 - A++ 3.34 - A++
Sound Pressure Outdoor (Rated @ 55°C) dB(A) 49.0 50.0 51.0
Dimensions (HxWxD) mm 927 x 946 x 430 927 x 946 x 430 927 x 946 x 430
Weight kg 78 84 91
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 20 220/240-1-50 & 24 220/240-1-50 & 26
Power Cable 2C+E 2C+E 2C+E
Water Pipe Connections (Flow - Return) inch 1-1 1-1 11/4-11/4
Refrigerant Type/kg R290/0.39 R290/0.58 R290/0.76

R290 Monobloc 30AWH-P 13



R290 Monobloc 30AWH-P 14

AquaSnap - AWH-P - R290 Monobloc - 1ph (Continued)

Outdoor Unit 30AWHO10HP 30AWHO12HP 30AWHO14HP
Outdoor Unit Retail Price €6,078 €7,136 €7,399
Rated Heating Capacity

SCOP - Energy Label - 30/35°C kW/kW 4.69 - A+++ 474 - A+++ 474 - A+++
SCOP - Energy Label - 47/55°C kW/kW 3.34 - A++ 3.35- A++ 3.35- A++
Sound Pressure Outdoor (Rated @ 55°C) dB(A) 51.0 54.0 54.0
Dimensions (HxWxD) mm 927 x 946 x 430 1375 x 946 x 430 1375 x 946 x 430
Weight kg 93 126 126
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 32 220/240-1-50 & 35 220/240-1-50 & 35
Power Cable 2C+E 2C+E 2C+E
Water Pipe Connections (Flow - Return) inch 11/4-11/4 11/4-11/4 11/4-11/4

Refrigerant Type/kg R290/0.76 R290/1.07 R290/1.07
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AquaSnap - AWH-P - R290 Monobloc - 3ph

Outdoor Unit 30AWHO12HP9 30AWHO14HP9
Outdoor Unit Retail Price €7,664 €7,927
Rated Heating Capacity kW 12.0 14.0
SCOP - Energy Label - 30/35°C kW/kW 474 - A+++ 474 - A+++
SCOP - Energy Label - 47/55°C kW/kW 3.35- A++ 3.35- A++
Sound Pressure Outdoor (Rated @ 55°C) dB(A) 54.0 54.0
Dimensions (HxWxD) mm 1375 x 946 x 430 1375 x 946 x 430
Weight kg 128 128
Suggested Power & Fuse rating V-ph-Hz & A 400/415-3 & 21 400/415-3 & 21
Power Cable (4C+E) (4C+E)
Water Pipe Connections (Flow - Return) inch 11/4-11/4 11/4-11/4
Refrigerant Type/kg R290/1.07 R290/1.07

R32 Monobloc 30AWH-P




R290 Monobloc 61AQ 16
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AquaSnap - 61AQ - R290 Heat pump - 3ph

Outdoor Reference 040P 050P 060P

System Retail Price* €43,455 €50,111 \ €60,812

Rated Cooling capacity

Rated Heating capacit

SCOP - Energy Label (or nsc %) - 30/35°C.  kW/kW 4.06 - 159 410 - 161 4.32-170
SCOP - Energy Label (or nsc %)- 47/55°C kW/kW 3.31-129 3.34-131 341-133
SEER - Energy Label (or nsc %) - 23/18°C kW/kW 464 -183 4.57 -180 4.61-181
Sound Power Level dB(A) 62.5 63.5 79.0
Sound Pressure Level - Heating Mode dB(A) 435 45.0 46.5
Dimensions (HXWxD) mm 2045x1145%1815 2045x1145x1815 2045x1145%1815
Weight kg 555 564 608
Suggested Power - OD V-ph-Hz & A 380/415-3-50 & 37 380/415-3-50 & 47 380/415-3-50 & 56
External Static Pressure* kPa 100 100 100

Pipe Connections inch 2" 2" 2"
Refrigerant Charge R290 kg 3.0 3.0 3.9

* Figures given are for OD in Heating Mode



AquaSnap - 61AQ - R290 Heat pump - 3ph (Continued)

Outdoor Reference

System Retail Price*

Rated Cooling capacity

080P 100P 120P
€77,998 €85,110 | €100,370

Rated Heating capacit

SCOP - Energy Label (or nsc %) - 30/35°C
SCOP - Energy Label (or nsc %)- 47/55°C
SEER - Energy Label (or nsc %) - 23/18°C
Sound Power Level

Sound Pressure Level - Heating Mode
Dimensions (HxWxD)

Weight

Suggested Power - OD

External Static Pressure*

Pipe Connections

Refrigerant Charge R290

* Figures given are for OD in Heating Mode

KW/KW 418 -164 417 -164 4.28-168
KW/KW 341-133 341-134 3.37-132
KW/KW 4.83-190 471-185 471-186
dB(A) 67.0 675 69.0
dB(A) 465 480 495
mm 2045x2267x1815 2045x2267x1815 2045x2267x1815
kg 1059 1078 1165
V-ph-Hz & A 380/415-3-50 & 72 380/415-3-50 & 92 380/415-3-50 & 109
kPa 100 100 100
inch 2" 2" 2"
kg 6.0 6.0 78

17
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61AQ accessories

Sensors

Kits

Leak detection

Additional Options

Model

312A
312

308
309A

159C
3A
116V

298C
347A

61AQ accessories

Description

Domestic Hot Water Sensor
External temperature Sensor

Anti-Vibration Mounts (Kit)
Exchangers Flexible Connection (Kit)

Refrigerant leak detector (Infrared)

Corrosion Protection Traditional coils
Lead/Lag operation
HP VSD Single-pump hydraulic module
Connected Service Box (Abound HVAC Performance)
Domestic hot water 3WV & Management

1

0o

Price

€499

©
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DHW Cylinders

Standard

Slimline
Combi

Combi Slimline

Model

7228821
7228822
7228823
7228824
7228825
7228826
7228827
7228828
7228829
7228830
7228831
7228832
7228838
7228833
7228834
7228835
3203246
3203247
7228836
7228837
7228839

Description

Heat pump cylinder 120 litres
Heat pump cylinder 150 litres
Heat pump cylinder 180 litres
Heat pump cylinder 200 litres
Heat pump cylinder 250 litres
Heat pump cylinder 300 litres
Heat pump cylinder 400 litres
Heat pump cylinder 500 litres
Heat pump cylinder 600 litres
Heat pump cylinder 150 litres
Heat pump cylinder 170 litres
Heat pump cylinder 200 litres
Heat pump combi cylinder 150/50 litres
Heat pump combi cylinder 180/50 litres
Heat pump combi cylinder 200/50 litres
Heat pump combi cylinder 225/50 litres
Heat pump combi cylinder 250/60 litres
Heat pump combi cylinder 300/60 litres
Heatpump Slimline Buffer Combi 120/30 litres
Heatpump Slimline Buffer Combi 150/30 litres
Heatpump Slimline Buffer Combi 170/30 litres

DHW Cylinders

Price

€2,013
€2,187
€2,282
€2,370
€2,476
€2,668
€5,565
€6,144
€6,724
€2,355
€2,532
€2,751
€3,682
€3,351
€3429
€3,518
€3,985
€4,165
€3410
€3,546
€3,390

1
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DHW Cylinders (Continued)

Standard

Slimline
Combi

Combi Slimline

Model

3203261
3203262
3203263
3203264
3203265
3203249
3203250
3203251
3203255
3203256
3203257
3203258
3203259
3203260
3203252
3203253
3203254

DHW Cylinders

Description

Heat pump cylinder 150 litres - pre-plumbed
Heat pump cylinder 180 litres - pre-plumbed
Heat pump cylinder 200 litres - pre-plumbed
Heat pump cylinder 250 litres - pre-plumbed
Heat pump cylinder 300 litres - pre-plumbed
Heat pump cylinder slimline 150 litres - pre-plumbed
Heat pump cylinder slimline 170 litres - pre-plumbed
Heat pump cylinder slimline 200 litres - pre-plumbed
Heat pump combi cylinder 150/50 litres - pre-plumbed
Heat pump combi cylinder 180/50 litres - pre-plumbed
Heat pump combi cylinder 200/50 litres - pre-plumbed
Heat pump combi cylinder 225/50 litres - pre-plumbed
Heat pump combi cylinder 250/60 litres - pre-plumbed
Heat pump combi cylinder 300/60 litres - pre-plumbed
Heatpump Slimline Buffer Combi 120/30 litres - pre-plumbed
Heatpump Slimline Buffer Combi 150/30 litres - pre-plumbed
Heatpump Slimline Buffer Combi 170/30 litres - pre-plumbed

N
o

Price

<

h dh
W w
o N
~ [o]
o N

ah
W
»
o
o

| €3976 |
| €4039 |
| €4232 |
| €4326 |
€4,632
€4,773
| €4ns |
| €4156 |
| €4425 |



VRF XCT-7

HEAT PUMPS
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XCT-7 mini HP 4-6HP 1ph 22

Mini XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit 1ph

Outdoor Unit 38VS125C7SHQEE
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

Maximum Number Of Indoor Units Qty 8 8 8

SEER - SCOP - Energy Label (or nsc %) kW/KW 4.90 - 3.50 - 193.0/137.0 4.85 - 3.55 -191.0/139.0 6.82 - 4.05 - 269.8/159.0
Sound Pressure Level dB(A) 60 62 57
Dimensions (HxWxD) mm 950%965x370 950%965x370 1340%950x370
Weight kg 920 20 108
Suggested Power & Fuse rating - OD V-ph-Hz & A 220/240-1-50 & 32 220/240-1-50 & 32 220/240-1-50 & 32
Power Cable - OD 2C+E 2C+E 2C+E

Pipe Connections (Gas - Liquid) inch 5/8 -3/8 5/8 - 3/8 5/8 - 3/8

Max pipe length - Max height separation* m 70 -30/20 70 -30/20 150 - 40/50
Refrigerant Base Charge R410A kg 33 3.3 4.0

* Figures given are for OD below/above indoor unit



Mini XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit 1ph (continued)

Outdoor Unit 38VS14017SHQEE 38VS15517SHQEE
Outdoor Unit Retail Price €4,810 €5,169
Rated Cooling capacity 14.0 15.5

Rated Heating capacity 16.0 18.0
Maximum Number Of Indoor Units Qty 8 8

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.65 - 411 - 263.0/1614 6.80 - 4.05 - 269.0/159.0
Sound Pressure Level dB(A) 58 59
Dimensions (HXWxD) mm 1340x950%370 1340x950x370
Weight kg 108 108
Suggested Power & Fuse rating - OD V-ph-Hz & A 220/240-1-50 & 32 220/240-1-50 & 32
Power Cable - OD 2C+E 2C+E

Pipe Connections (Gas - Liquid) inch 5/8 -3/8 5/8 - 3/8

Max pipe length - Max height separation* m 150 - 40/50 150 - 40/50
Refrigerant Base Charge R410A kg 4.0 4.0

* Figures given are for OD below/above indoor unit

XCT-7 mini HP 4-6HP 1ph 23
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Mini XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit 3ph =7

Outdoor Unit 38VS121173HQEE 38VS140173HQEE 38VS155173HQEE
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

Maximum Number Of Indoor Units Qty 13 13 13

SEER - SCOP - Energy Label (or nsc %) kW/KW 6.82 - 4.05 - 269.8/159.0 6.65 - 4.11-263.0/1614 6.80 - 4.05 - 269.0/159.0
Sound Pressure Level dB(A) 57 58 59
Dimensions (HxWxD) mm 1340x950x370 1340x950x%370 1340x950x370
Weight kg 108 108 108
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 20 380/415-3-50 - 20 380/415-3-50 - 20
Power Cable - OD (3C+E) (3C+E) (3C+E)

Pipe Connections (Gas - Liquid) inch 5/8 -3/8 5/8 - 3/8 5/8 - 3/8

Max pipe length - Max height separation* m 150 - 40/50 150 - 40/50 150 - 40/50
Refrigerant Base Charge R410A kg 4.0 4.0 4.0

* Figures given are for OD below/above indoor unit



Mini XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit 3ph (Continued) - 4

Outdoor Unit 38VS226174HQEE 38VS280174HQEE 38VS335174HQEE
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

Maximum Number Of Indoor Units Qty 13 13 13

SEER - SCOP - Energy Label (or nsc %) kW/kW 7.67 - 4.05 - 303.8/159.0 7.65 - 416 - 303.0/1634 747 - 4.21-295.8/1654
Sound Pressure Level dB(A) 65 66 67
Dimensions (HXWxD) mm 1636x1050x400 1636x1050x400 1636x1050%400
Weight kg 149 149 149
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 40 380/415-3-50 - 40 380/415-3-50 - 40
Power Cable - OD (3C+E) (3C+E) (3C+E)

Pipe Connections (Gas - Liquid) inch 3/4-3/8 7/8 - 3/8 11/8-1/2

Max pipe length - Max height separation* m 150 - 40/50 150 - 40/50 150 - 40/50
Refrigerant Base Charge R410A kg 51 51 51

* Figures given are for OD below/above indoor unit

XCT-7 mini HP 4-12HP 3ph 25
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit

Outdoor Unit 38VT008173HQEE 38VT010173HQEE 38VT012173HQEE
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

Maximum Number Of Indoor Units Qty 64 64 64

SEER - SCOP - Energy Label (or nsc %) kW/kW 7.25-441-2870/1734 7.09 - 4.31-280.6/1694 6.69 - 4.31- 264.6/1694
Sound pressure level dB(A) 56 56 59
Dimensions (HXWxD) mm 1690%980x750 1690%980x750 1690%980x750
Weight kg 224 224 224
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 & 25 380/415-3-50 & 25 380/415-3-50 & 32
Power Cable - OD (3C+E) (3C+E) (3C+E)

Pipe Connections (Gas - Liquid) inch 3/4 -3/8 7/8 -3/8 11/8-1/2

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 8.5 8.5 8.5

* Figures given are for OD below/above indoor unit



XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit Continued)

Outdoor Unit 38VT014173HQEE 38VT016173HQEE 38VT018173HQEE
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

Maximum Number Of Indoor Units Qty 64 64 64

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.60 - 4.12 - 261.0/161.8 6.36 - 4.05 - 251.4/159.0 6.78 - 415 - 268.2/163.0
Sound pressure level dB(A) 59 60 61
Dimensions (HXWxD) mm 1690x980x750 1690x980x750 1690%1410x750
Weight kg 244 244 287
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 & 40 380/415-3-50 & 40 380/415-3-50 & 50
Power Cable - OD (3C+E) (3C+E) (3C+E)

Pipe Connections (Gas - Liquid) inch 11/8 -1/2 11/8 -1/2 11/8 -5/8

Max pipe length - Max height separation* m 220 -90/110 220 - 90/110 220 -90/110
Refrigerant Base Charge R410A kg 10.0 10.0 10.0

* Figures given are for OD below/above indoor unit

XCT-7 HP 8-26HP 27
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Unit 38VT020173HQEE 38VT022173HQEE
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

Maximum Number Of Indoor Units Qty 64 64

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.75 - 4.2 - 267.0/165.0 6.54 - 4.21- 258.6/165.4
Sound pressure level dB(A) 61 61
Dimensions (HXWxD) mm 1690x1410x750 1690x1410x750
Weight kg 370 370
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 & 63 380/415-3-50 & 63
Power Cable - OD (3C+E) (3C+E)

Pipe Connections (Gas - Liquid) inch 11/8 -5/8 11/8-5/8

Max pipe length - Max height separation* m 220 - 90/110 220 -90/110
Refrigerant Base Charge R410A kg 10.0 10.0

* Figures given are for OD below/above indoor unit



XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Unit 38VT024173HQEE 38VT026173HQEE
Outdoor Unit Retail Price

Rated Cooling capacity 68.0 73.5

Rated Heating capacity 73.0 82.5
Maximum Number Of Indoor Units Qty 64 64

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.83 - 417 - 230.2/163.8 4.90 - 3.5-193.0/137.0
Sound pressure level dB(A) 62 62
Dimensions (HXWxD) mm 1690x1410x750 1690x1410x750
Weight kg 370 370
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 & 63 380/415-3-50 & 63
Power Cable - OD (3C+E) (3C+E)

Pipe Connections (Gas - Liquid) inch 11/8 -5/8 11/8 -5/8

Max pipe length - Max height separation* m 220 - 90/110 220 -90/110
Refrigerant Base Charge R410A kg 10.0 10.0

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued) -]
Outdoor Reference 38VT028S73HQEE 38VT030S73HQEE 38VT032S73HQEE
Outdoor 2 38VT014173HQEE 38VT016173HQEE 38VT016173HQEE
System Retail Price* €22,590 €23,977 €25,364

Rated Cooling
Rated Heating capacity

Maximum Number Of Indoor Units Qty 128 128 128

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.6 - 412 - 261.0/161.8 6.36 - 4.05 - 251.4/159.0 6.36 - 4.05 - 251.4/159.0
Sound pressure level dB(A) 62 63 63
Dimensions (HXWxD) mm 1690%1360x750 1690%1360%750 1690%1360x%750
Weight kg 224+224 224+224 224+224
Suggested Power - OD V-ph-Hz & A 380/415-3-50 380/415-3-50 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 40+40 (3C+E) - 40+40 (3C+E) - 40+40
Pipe Connections (Gas - Liquid) inch 11/8-5/8 13/8 -3/4 13/8-3/4

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10 10+10 10+10

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued) -]
Outdoor Reference 38VT034S73HQEE 38VT036S73HQEE 38VT038S73HQEE
Outdoor 2 38VT018173HQEE 38VT018173HQEE 38VT020173HQEE
System Retail Price* €26,537 €27,710 \ €28,644

Rated Cooling
Rated Heating capacity

Maximum Number Of Indoor Units Qty 128 128 128

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.36 - 4.05 - 251.4/159.0 6.78 - 415 - 268.2/163.0 6.75 - 415 - 267.0/163.0
Sound pressure level dB(A) 64 64 64
Dimensions (HXWxD) mm 1690%2390%750 1690%2820x%750 1690%2820x%750
Weight kg 244+287 287+287 287+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50 380/415-3-50 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 40+50 (3C+E) - 50+50 (3C+E) - 50+63
Pipe Connections (Gas - Liquid) inch 13/8-3/4 15/8 - 3/4 15/8 - 3/4

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10 10+10 10+10

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Reference 38VT040S73HQEE 38VT042S73HQEE 38VT044S73HQEE
Outdoor 2 38VT020173HQEE 38VT022173HQEE 38VT022173HQEE
System Retail Price* €29,578 €30,522 \ €31,466

Rated Cooling

Rated Heating capacity

Maximum Number Of Indoor Units Qty 128 128 128

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.75 - 4.20 - 267.0/165.0 6.54 - 4.20 - 258.6/165.0 6.54 - 4.21- 258.6/165.4
Sound pressure level dB(A) 64 64 64
Dimensions (HXWxD) mm 1690%x2820x750 1690%2820x750 1690%2820x750
Weight kg 370+370 370+370 370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50 380/415-3-50 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63 (3C+E) - 63+63 (3C+E) - 63+63
Pipe Connections (Gas - Liquid) inch 15/8 - 3/4 15/8 - 3/4 15/8 - 3/4

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10 10+10 10+10

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Reference 38VT046S73HQEE 38VT048S73HQEE 38VT050S73HQEE
Outdoor 2 38VT024173HQEE 38VT024173HQEE 38VT026173HQEE
System Retail Price* €32,471 €33,476 \ €35,846

Rated Cooling

Rated Heating capacity

Maximum Number Of Indoor Units Qty 128 128 128

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.83 - 417 - 230.2/163.8 5.83 - 417 - 230.2/163.8 4.90 - 348 -193.0/136.2
Sound pressure level dB(A) 65 65 65
Dimensions (HXWxD) mm 1690%x2820x750 1690%2820x%750 1690%2820x750
Weight kg 370+370 370+370 370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50 380/415-3-50 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63 (3C+E) - 63+63 (3C+E) - 63+63
Pipe Connections (Gas - Liquid) inch 15/8 - 3/4 15/8 - 3/4 15/8 - 3/4

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10 10+10 10+10

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Reference 38VT052S73HQEE 38VT054S73HQEE 38VT056S73HQEE
Outdoor 2 38VT026173HQEE 38VT018173HQEE 38VT018173HQEE
System Retail Price* €38,216 €41,565 | €42,499

Rated Cooling capacit | kW | 1470 | 151.2
Rated Heating capacity \ kw | 165.0 \ 169.5 \ 1745
Maximum Number Of Indoor Units Qty 128 192 192

SEER - SCOP - Energy Label (or nsc %) kW/kW 4.90 - 348 -193.0/136.2 6.78 - 415 - 268.2/163.0 6.75 - 415 - 267.0/163.0
Sound pressure level dB(A) 65 66 66
Dimensions (HXWxD) mm 1690x2820x750 1690x4230%750 1690x4230%750
Weight kg 370+370 287+287+287 287+287+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50 380/415-3-50 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63 (3C+E) - 50+50+50 (3C+E) - 50+50+63
Pipe Connections (Gas - Liquid) inch 15/8 - 3/4 15/8 - 3/4 15/8 -3/4

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10 10+10+10 10+10+10

* Figures given are for OD below/above indoor unit



XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Reference 38VT058S73HQEE
Outdoor 2 38VT020173HQEE
System Retail Price* €43,433
Rated Cooling capacit \ kW \ 162.4

Rated Heating capacity \ kW \ 179.5
Maximum Number Of Indoor Units Qty 192

SEER - SCOP - Energy Label (or nsc %) kW/KW 6.75 - 415 - 267.0/163.0
Sound pressure level dB(A) 66
Dimensions (HxWxD) mm 1690%4230x%750
Weight kg 287+370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 50+63+63
Pipe Connections (Gas - Liquid) inch 15/8 - 3/4
Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10

* Figures given are for OD below/above indoor unit

XCT-7 HP 28-104HP

38VT060S73HQEE
38VT020173HQEE

€44,367

168.0
184.5
192
6.75 - 4.20 - 267.0/165.0
66
1690x4230x%750
370+370+370
380/415-3-50
(3C+E) - 63+63+63
15/8 - 3/4
220 -90/110
10+10+10

38VT062S73HQEE
38VT020173HQEE

| €45,311

173.5

\ 192.0
192
6.54 - 4.20 - 258.6/165.0
66
1690x4230x750
370+370+370
380/415-3-50
(3C+E) - 63+63+63
15/8 - 3/4
220 - 90/110
10+10+10
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Reference 38VT064S73HQEE 38VT066S73HQEE 38VT068S73HQEE
Outdoor 2 38VT022173HQEE 38VT022173HQEE 38VT022173HQEE
System Retail Price* €46,255 €47199 | €48,204

Rated Cooling capacit | kW | 179.0 | 184.5 . 1910 |
Rated Heating capacity \ kw | 199.5 \ 2070 \ 211.0
Maximum Number Of Indoor Units Qty 192 192 192

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.54 - 4.20 - 258.6/165.0 6.54 - 4.21- 258.6/165.4 5.83 - 417 - 230.2/163.8
Sound pressure level dB(A) 66 66 66
Dimensions (HXWxD) mm 1690x4230%750 1690x4230%750 1690x4230%750
Weight kg 370+370+370 370+370+370 370+370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50 380/415-3-50 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63+63 (3C+E) - 63+63+63 (3C+E) - 63+63+63
Pipe Connections (Gas - Liquid) inch 15/8 - 3/4 15/8 - 3/4 15/8 -7/8

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10 10+10+10 10+10+10

* Figures given are for OD below/above indoor unit



XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Reference 38VT070S73HQEE
Outdoor 2 38VT024173HQEE
System Retail Price* €49,209
Rated Cooling capacit \ kW \ 1975

Rated Heating capacity \ kW \ 215.0
Maximum Number Of Indoor Units Qty 192

SEER - SCOP - Energy Label (or nsc %) kW/KW 5.83 -4.17 - 230.2/163.8
Sound pressure level dB(A) 66
Dimensions (HxWxD) mm 1690%4230x%750
Weight kg 370+370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63+63
Pipe Connections (Gas - Liquid) inch 15/8 -7/8

Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10

* Figures given are for OD below/above indoor unit

XCT-7 HP 28-104HP

38VT072573HQEE
38VT024173HQEE

€50,214

204.0
219.0
192
5.83 - 417 -230.2/163.8
67
1690%x4230%750
370+370+370
380/415-3-50
(3C+E) - 63+63+63
15/8-7/8
220 -90/110
10+10+10

38VT074S73HQEE
38VT024173HQEE

| €52,584

209.5

\ 2285
192
4.90 - 348 - 193.0/136.2
67
1690x4230x750
370+370+370
380/415-3-50
(3C+E) - 63+63+63
15/8-7/8
220 - 90/110
10+10+10
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)
Outdoor Reference 38VT076S73HQEE 38VT078S73HQEE

Outdoor 2 38VT026173HQEE 38VT026173HQEE

38
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38VT080S73HQEE

38VT020173HQEE

Outdoor 4 - - 38VT020173Hi EE
System Retail Price* €54,954 €57,324 ‘ €59,156

Rated Cooling capacit kW 215.0 | 2205
Rated Heating capacity \ kw | 238.0 \ 2475 \ 246.0
Maximum Number Of Indoor Units Qty 192 192 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 490 - 348 -193.0/136.2 4.90 - 348 -193.0/136.2 6.75 - 4.20 - 267.0/165.0
Sound pressure level dB(A) 67 67 67
Dimensions (HxWxD) mm 1690x4230%750 1690%x4230%750 1690%5640x750
Weight kg 370+370+370 370+370+370 370+370+370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50 380/415-3-50 380/415-3-50
Power Cable & Suggested fuse Size - OD (BC+E) - 63+63+63 (3C+E) - 63+63+63 (BC+E) - 63+63+63+63
Pipe Connections (Gas - Liquid) inch 15/8-7/8 15/8 -7/8 15/8 -7/8

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10 10+10+10 10+10+10+10

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued) -
Outdoor Reference 38VT082S73HQEE 38VT084S73HQEE 38VT086S73HQEE
Outdoor 2 38VT020173HQEE 38VT020173HQEE 38VT022173HQEE
Outdoor 4 38VT022173HQEE 38VT022173HQEE 38VT022173HQEE
Rated Cooling capacit kW 2295 | 235.0
Rated Heating capacity kW 253.5 261.0 268.5
Maximum Number Of Indoor Units Qty 256 256 256
SEER - SCOP - Energy Label (or nsc %) kW/kW 6.54 - 4.20 - 258.6/165.0 6.54 - 4.20 - 258.6/165.0 6.54 - 4.20 - 258.6/165.0
Sound pressure level dB(A) 67 67 67
Dimensions (HxWxD) mm 1690%5640x750 1690%5640x750 1690%5640x750
Weight kg 370+370+370+370 370+370+370+370 370+370+370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50 380/415-3-50 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63+63+63 (BC+E) - 63+63+63+63 (BC+E) - 63+63+63+63
Pipe Connections (Gas - Liquid) inch 15/8 -7/8 15/8 -7/8 21/8-11/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10 10+10+10+10 10+10+10+10

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Reference 38VT088S73HQEE

Outdoor 2 38VT022173HQEE

38VT090S73HQEE

38VT022173HQEE

40
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38VT092S73HQEE

38VT024173HQEE

Outdoor 4 38VT022173Hi EE 38VT022173Hi EE 38VT022173Hi EE
System Retail Price* €62,932 €63,937 ‘ €64,942

Rated Cooling capacit \ kW \ 246.0

Rated Heating capacity kW 276.0
Maximum Number Of Indoor Units Qty 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.54 - 4.21-258.6/165.4
Sound pressure level dB(A) 67
Dimensions (HxWxD) mm 1690x5640x750
Weight kg 370+370+370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63+63+63
Pipe Connections (Gas - Liquid) inch 21/8-11/8

Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10

* Figures given are for OD below/above indoor unit

252.5
280.0
256
5.83 - 417 -230.2/163.8
67
1690%x5640x%750
370+370+370+370
380/415-3-50
(3C+E) - 63+63+63+63
21/8-11/8
220 -90/110
10+10+10+10

259.0

284.0
256
5.83 - 4.17 - 230.2/163.8
68
1690%x5640x%750
370+370+370+370
380/415-3-50
(3C+E) - 63+63+63+63
21/8-11/8
220 -90/110
10+10+10+10



XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)
Outdoor Reference 38VT094S73HQEE

Outdoor 2 38VT024173HQEE

=
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=
e
38VT096S73HQEE 38VT098S73HQEE
38VT024173HQEE 38VT024173HQEE

Outdoor 4 38VT022173Hi EE 38VT024173Hi EE 38VT024173Hi EE
System Retail Price* €65,947 €66,952 ‘ €69,322

Rated Cooling capacit \ kW \ 265.5

Rated Heating capacity kW 288.0
Maximum Number Of Indoor Units Qty 256

SEER - SCOP - Energy Label (or nsc %) kW/KW 5.83 -4.17 - 230.2/163.8
Sound pressure level dB(A) 68
Dimensions (HxWxD) mm 1690x5640%750
Weight kg 370+370+370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63+63+63
Pipe Connections (Gas - Liquid) inch 21/8-11/8

Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10

* Figures given are for OD below/above indoor unit

XCT-7 HP 28-104HP

| 272.0
2920 3015
256 256
5.83-417-230.2/1638  4.90 - 3.48 - 193.0/136.2
68 68
1690x5640x750 1690x5640x750
370+370+370+370 370+370+370+370

380/415-3-50
(3C+E) - 63+63+63+63

380/415-3-50
(3C+E) - 63+63+63+63

21/8-11/8 21/8-11/8
220 -90/110 220 -90/110
10+10+10+10 10+10+10+10
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XCT7 - VRF 2-Pipe Heat Pump Outdoor Unit (Continued)

Outdoor Reference 38VT100S73HQEE

Outdoor 2 38VT026173HQEE

38VT102S73HQEE

38VT026173HQEE

42
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38VT104S73HQEE

38VT026173HQEE

Outdoor 4 38VT024173Hi EE 38VT024173Hi EE 38VT026173Hi EE
System Retail Price* €71,692 €74,062 ‘ €76,432

Rated Cooling capacit \ kW \ 283.0

Rated Heating capacity \ kW \ 311.0
Maximum Number Of Indoor Units Qty 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 4.90 - 348 -193.0/136.2
Sound pressure level dB(A) 68
Dimensions (HxWxD) mm 1690x5640x750
Weight kg 370+370+370+370
Suggested Power - OD V-ph-Hz & A 380/415-3-50
Power Cable & Suggested fuse Size - OD (3C+E) - 63+63+63+63
Pipe Connections (Gas - Liquid) inch 21/8-11/8

Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10

* Figures given are for OD below/above indoor unit

288.5
320.5
256
4.90 - 3.48 -193.0/136.2
68
1690%5640x%750
370+370+370+370
380/415-3-50
(3C+E) - 63+63+63+63
21/8-11/8
220 -90/110
10+10+10+10

294.0

\ 330.0
256
4.90 - 348 - 193.0/136.2
68
1690x5640%750
370+370+370+370
380/415-3-50
(3C+E) - 63+63+63+63
21/8-11/8
220 - 90/110
10+10+10+10
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit

Outdoor Unit 38VT008173RQEE 38VT010173RQEE 38VT012173RQEE
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

Maximum Number Of Indoor Units Qty 64 64 64

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.12-3.82-241.8/149.8 6.68-3.94 -264.2/1546 6.46 - 3.99 - 255.4/156.6
Sound pressure level - C dB(A) 57 58 60
Dimensions (HxWxD) mm 1690x980x750 1690x980x750 1690x980x750
Weight kg 246 246 257
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 & 25 380/415-3-50 & 25 380/415-3-50 & 32
Power Cable - OD (4C+E) (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 3/4-3/4-3/8 7/8 -3/4 - 3/8 11/8-7/8-1/2

Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10.0 10.0 10.0

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Unit 38VT014173RQEE 38VT016173RQEE
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

Maximum Number Of Indoor Units Qty 64 64 64

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.37-3.86-251.8/1514 6.86-4.21-2714/1654 6.48 - 3.99 - 256.2/156.6
Sound pressure level - C dB(A) 61 62 63
Dimensions (HxWxD) mm 1690%x980x750 1690x%1410x750 1690x%1410x750
Weight kg 257 366 366
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 & 40 380/415-3-50 & 40 380/415-3-50 & 50
Power Cable - OD (4C+E) (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 11/8-7/8-1/2 11/8-11/8 -1/2 11/8-11/8 -5/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10.0 10.0 10.0

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Unit 38VT020173RQEE 38VT022173RQEE
Outdoor Unit Retail Price €15,542 €19,023
Rated Cooling capacity 56.0 63.0

Rated Heating capacity 61.5 69.0
Maximum Number Of Indoor Units Qty 64 64

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.90 - 3.93 - 233.0/154.2 5.63 - 3.50-222.2/137.0
Sound pressure level - C dB(A) 63 64
Dimensions (HXWxD) mm 1690x%1410x750 1690x1410x750
Weight kg 375 375
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 & 63 380/415-3-50 & 63
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 11/8-11/8 -5/8 11/8-11/8 -5/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10.0 10.0

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit

Outdoor Reference 38VT024S73RQEE 38VT026S73RQEE
Outdoor 2 38VT012173RQEE 38VT014173RQEE
System Retail Price* €22,998 €23,560

Rated Cooling

38VT028S73RQEE

38VT014173RQEE
€24,122

Rated Heating capacity

Maximum Number Of Indoor Units Qty 128 128

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.46 - 3.99 - 2554/156.6 6.37 - 3.86 - 251.8/1514
Sound pressure level - C dB(A) 63 64
Dimensions (HXWxD) mm 1690x1960%750 1690x1960x750
Weight kg 257+257 257+257
Suggested Power & Fuse rating - OD V-ph-Hz & A| 380/415-3-50 - 32+32 380/415-3-50 - 32+40
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 11/8-11/8 -5/8 11/8-11/8 -5/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10 10+10

* Figures given are for OD below/above indoor unit

128
6.37 - 3.86 - 251.8/1514
64
1690%x1960%750
257+257
380/415-3-50 - 40+40
(4C+E)
11/8-11/8 -5/8
220 -90/110
10+10



XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT030S73RQEE
Outdoor 2 38VT016173RQEE
System Retail Price* €26,073

Rated Cooling

38VT032S73RQEE 38VT034S73RQEE
38VT016173RQEE 38VTO018173RQEE
€28,024 €28,549

Rated Heating capacity
Maximum Number Of Indoor Units Qty 128

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.37 - 3.86 - 251.8/1514
Sound pressure level - C dB(A) 65
Dimensions (HxWxD) mm 1690%2390%750
Weight kg 257+366
Suggested Power & Fuse rating - OD V-ph-Hz & A| 380/415-3-50 - 40+40
Power Cable - OD (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 13/8-11/8-3/4
Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10

* Figures given are for OD below/above indoor unit

XCT-7 HR 24 -88HP

128 128
6.86 - 4.21-2714/1654 | 648 - 3.99 - 256.2/156.6
65 66
1690%x2820x%750 1690%x2820x750
366+366 366+366
380/415-3-50 - 40+40 380/415-3-50 - 40+50
(4C+E) (4C+E)
13/8-11/8 - 3/4 13/8-11/8 - 3/4
220 -90/110 220 -90/110
10+10 10+10
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT036S73RQEE 38VT038S73RQEE 38VT040S73RQEE
Outdoor 2 38VT018173RQEE 38VT020173RQEE 38VT020173RQEE
System Retail Price* €29,074 €30,079 \ €31,084

Rated Cooling capacit | kw | 100.0 | 106.0 | 112.0

Rated Heating capacity \ kW | 112.0 \ 1175 \ 123.0
Maximum Number Of Indoor Units Qty 128 128 128

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.48 - 3.99 - 256.2/156.6 = 5.90 - 3.93 - 233.0/154.2 | 5.90 - 3.93 - 233.0/154.2
Sound pressure level - C dB(A) 66 66 66
Dimensions (HXWxD) mm 1690%2820x750 1690%2820x%750 1690%2820x750
Weight kg 366+366 366+375 375+375
Suggested Power & Fuse rating - OD V-ph-Hz & A| 380/415-3-50 - 50+50 380/415-3-50 - 50+63 380/415-3-50 - 63+63
Power Cable - OD (4C+E) (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-13/8-3/4 15/8-13/8 -3/4 15/8-13/8-3/4
Max pipe length - Max height separation* m 220 -90/110 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10 10+10 10+10

* Figures given are for OD below/above indoor unit



XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT042S73RQEE
Outdoor 2 38VT022173RQEE
System Retail Price* €34,565

Rated Cooling capacit \ kW \ 119.0

Rated Heating capacity \ kW \ 130.5
Maximum Number Of Indoor Units Qty 128

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.63 - 3.50 - 222.2/137.0
Sound pressure level - C dB(A) 67
Dimensions (HXWxD) mm 1690%2820x750
Weight kg 375+375
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 63+63
Power Cable - OD (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-13/8 -3/4
Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10

* Figures given are for OD below/above indoor unit

XCT-7 HR 24 -88HP

38VT044S73RQEE
38VT022173RQEE

€38,046

126.0
138.0
128
5.63 - 3.560 - 222.2/137.0
67
1690%2820x%750
375+375
380/415-3-50 - 63+63
(4C+E)
15/8-13/8 - 3/4
220 -90/110
10+10
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT046S73RQEE 38VT048S73RQEE
Outdoor 2 38VT016173RQEE 38VT016173RQEE
System Retail Price* €40,085 €42,036

Rated Cooling capacit L kw | 130.0 | 135.0

Rated Heating capacity \ kw | 145.0 \ 150.0
Maximum Number Of Indoor Units Qty 192 192

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.37 - 3.86 - 251.8/1514 6.86 - 4.21-271.4/1654
Sound pressure level - C dB(A) 66 67
Dimensions (HXWxD) mm 1690x3800x%750 1690%4230x%750
Weight kg 257+366+366 366+366+366
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 40+40+40 380/415-3-50 - 40+40+40
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-13/8-3/4 15/8-13/8-3/4
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10 10+10+10

* Figures given are for OD below/above indoor unit



XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VTO50S73RQEE
Outdoor 2 38VT016173RQEE
System Retail Price* €42,561

Rated Cooling capacit \ kW \ 140.0

Rated Heating capacity \ kW \ 156.0
Maximum Number Of Indoor Units Qty 192

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.48 - 3.99 - 256.2/156.6
Sound pressure level - C dB(A) 67
Dimensions (HXWxD) mm 1690%4230x%750
Weight kg 366+366+366
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 40+40+50
Power Cable - OD (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-13/8-3/4
Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10

* Figures given are for OD below/above indoor unit

XCT-7 HR 24 -88HP

38VT052S73RQEE
38VT018173RQEE

€43,086

145.0
162.0
192
6.48 - 3.99 - 256.2/156.6
67
1690%x4230%750
366+366+366
380/415-3-50 - 40+50+50
(4C+E)
15/8-13/8 - 3/4
220 -90/110
10+10+10
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT054S73RQEE 38VT056S73RQEE
Outdoor 2 38VT018173RQEE 38VT018173RQEE
System Retail Price* €43,611 €44,616

Rated Cooling capacit L kw | 150.0 | 156.0

Rated Heating capacity \ kw | 168.0 \ 173.5
Maximum Number Of Indoor Units Qty 192 192

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.48 - 3.99 - 256.2/156.6 5.90 - 3.93 - 233.0/154.2
Sound pressure level - C dB(A) 68 68
Dimensions (HXWxD) mm 1690%4230x%750 1690%4230x%750
Weight kg 366+366+366 366+366+375
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 50+50+50 380/415-3-50 - 50+50+63
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-13/8-3/4 15/8-13/8-3/4
Max pipe length - Max height separation* m 220 - 90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10 10+10+10

* Figures given are for OD below/above indoor unit



XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT058S73RQEE
Outdoor 2 38VT020173RQEE
System Retail Price* €45,621

Rated Cooling capacit \ kW \ 162.0

Rated Heating capacity \ kW \ 179.0
Maximum Number Of Indoor Units Qty 192

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.90 - 3.93 - 233.0/154.2
Sound pressure level - C dB(A) 68
Dimensions (HXWxD) mm 1690%4230x%750
Weight kg 366+375+375
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 50+63+63
Power Cable - OD (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-15/8 - 3/4
Max pipe length - Max height separation* m 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10

* Figures given are for OD below/above indoor unit

XCT-7 HR 24 -88HP

38VT060S73RQEE
38VT020173RQEE

€46,626

168.0
184.5
192
5.90 - 3.93 - 233.0/154.2
68
1690%x4230%750
375+375+375
380/415-3-50 - 63+63+63
(4C+E)
15/8-15/8 - 3/4
220 -90/110
10+10+10
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT066S73RQEE 38VT068S73RQEE
Outdoor 2 38VT022173RQEE 38VT016173RQEE
Outdoor 4 - 38VT018173RQEE
Rated Cooling capacit \ kw | 189.0 \ 190.0

Rated Heating capacity \ kW \ 207.0 \ 212.0
Maximum Number Of Indoor Units Qty 192 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.63 - 3.50 - 222.2/137.0 6.48 - 3.99 - 256.2/156.6
Sound pressure level - C dB(A) 69 69
Dimensions (HxWxD) mm 1690%4230x%750 1690%5640%750
Weight kg 375+375+375 366+366+366+366
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 63+63+63 380/415-3-50 - 40+40+50+50
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-15/8 - 3/4 15/8-15/8-7/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10 10+10+10+10

* Figures given are for OD below/above indoor unit



-

XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT070S73RQEE 38VT072S73RQEE
Outdoor 2 38VTO18173RQEE 38VTO18173RQEE
Outdoor 4 38VT018173RQEE 38VT018173RQEE
Rated Cooling capacit \ kw | 195.0 \ 200.0

Rated Heating capacity \ kW \ 218.0 \ 224.0
Maximum Number Of Indoor Units Qty 256 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 6.48 - 3.99 - 256.2/156.6 6.48 - 3.99 - 256.2/156.6
Sound pressure level - C dB(A) 69 69
Dimensions (HxXWxD) mm 1690x5640x750 1690x5640x%750
Weight kg 366+366+366+366 366+366+366+366
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 40+50+50+50 380/415-3-50 - 50+50+50+50
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-15/8-7/8 15/8-15/8-7/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10 10+10+10+10

* Figures given are for OD below/above indoor unit

XCT-7 HR 24 -88HP 55
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT074S73RQEE 38VT076S73RQEE
Outdoor 2 38VTO18173RQEE 38VTO18173RQEE
Outdoor 4 38VT020173RQEE 38VT020173RQEE
Rated Cooling capacit \ kw | 206.0 \ 212.0

Rated Heating capacity \ kW \ 229.5 \ 235.0
Maximum Number Of Indoor Units Qty 256 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.90 - 3.93 - 233.0/154.2 5.90 - 3.93 - 233.0/154.2
Sound pressure level - C dB(A) 69 69
Dimensions (HxWxD) mm 1690x5640x750 1690x5640x750
Weight kg 366+366+366+375 366+366+375+375
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 50+50+50+63 380/415-3-50 - 50+50+63+63
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-15/8-7/8 15/8-15/8-7/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10 10+10+10+10

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT078S73RQEE 38VT080S73RQEE
Outdoor 2 38VT020173RQEE 38VT020173RQEE
Outdoor 4 38VT020173RQEE 38VT020173RQEE
Rated Cooling capacit \ kw | 218.0 \ 224.0

Rated Heating capacity \ kW \ 240.5 \ 246.0
Maximum Number Of Indoor Units Qty 256 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.90 - 3.93 - 233.0/154.2 5.90 - 3.93 - 233.0/154.2
Sound pressure level - C dB(A) 69 69
Dimensions (HxWxD) mm 1690x5640x750 1690x5640x%750
Weight kg 366+375+375+375 375+375+375+375
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 50+63+63+63 380/415-3-50 - 63+63+63+63
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-15/8-7/8 15/8-15/8-7/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10 10+10+10+10

* Figures given are for OD below/above indoor unit

XCT-7 HR 24 -88HP 57
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT082S73RQEE 38VT084S73RQEE
Outdoor 2 38VT020173RQEE 38VT020173RQEE
Outdoor 4 38VT022173RQEE 38VT022173RQEE
Rated Cooling capacit \ kw | 231.0 \ 238.0

Rated Heating capacity \ kW \ 253.5 \ 261.0
Maximum Number Of Indoor Units Qty 256 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.63 - 3.50 - 222.2/137.0 5.63 - 3.50 - 222.2/137.0
Sound pressure level - C dB(A) 69 70
Dimensions (HxXWxD) mm 1690x5640x750 1690x5640x%750
Weight kg 375+375+375+375 375+375+375+375
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 63+63+63+63 380/415-3-50 - 63+63+63+63
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 15/8-15/8-7/8 15/8-15/8-7/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10 10+10+10+10

* Figures given are for OD below/above indoor unit
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XCT7 - VRF 3-Pipe Heat Recovery Outdoor Unit (Continued)

Outdoor Reference 38VT086S73RQEE 38VT088S73RQEE
Outdoor 2 38VT022173RQEE 38VT022173RQEE
Outdoor 4 38VT022173RQEE 38VT022173RQEE
Rated Cooling capacit \ kw | 245.0 \ 252.0

Rated Heating capacity \ kW \ 268.5 \ 276.0
Maximum Number Of Indoor Units Qty 256 256

SEER - SCOP - Energy Label (or nsc %) kW/kW 5.63 - 3.50 - 222.2/137.0 5.63 - 3.50 - 222.2/137.0
Sound pressure level - C dB(A) 70 70
Dimensions (HxXWxD) mm 1690x5640x750 1690x5640x%750
Weight kg 375+375+375+375 375+375+375+375
Suggested Power & Fuse rating - OD V-ph-Hz & A 380/415-3-50 - 63+63+63+63 380/415-3-50 - 63+63+63+63
Power Cable - OD (4C+E) (4C+E)

Pipe Connections - (Suction - Hot Gas - Liquid) inch 21/8-15/8-11/8 21/8-15/8-11/8
Max pipe length - Max height separation* m 220 -90/110 220 -90/110
Refrigerant Base Charge R410A kg 10+10+10+10 10+10+10+10

* Figures given are for OD below/above indoor unit

XCT-7 HR 24 -88HP 59
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VRF Heat Recovery - Single Valve Boxes

BS Box Retail Price \ €797 \ €994 \ €1,256
Height x Width x Depth 277 x 200 x 388 277 x 200 x 388 277 x 200 x 388
Weight 9 9 9
Standard 2 Core Control Cable Max. Length* <300 <300 <300
Standard 3 Core Power Cable Max. Length* <50 <50 <50
Power Supply From Local or Group Indoor Unit 220/240-1-50 -6 220/240-1-50 -6 220/240-1-50 -6
Suggested Power supply 220/240-1-50- 6 220/240-1-50- 6 220/240-1-50- 6

VRF Heat Recovery - Multi Valve Boxes

BS Box Retail Price \ €3,568
Height x Width x Depth 421 x 300 x 405
Weight 19
Number of Ports 4

Max. Connectible Indoor Units per Port 5

Max. Connectible Indoor Units 64

Max. Pipe Length from Single Port 30

Max. Total Pipe Length from All Ports 120

Max. Height Difference Between Indoor Units 30
Suggested Power Supply 220/240-1-50 - 6

* Awaiting Factory Confirmation
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VRF DX Kits - DDC Type - Return Air +10H +14C

Retail Price \ €814 \ €803 \ €803
Outdoor Capacity HP 3 4 5

Valve Boxes No. 1 1 1
Connected AHU Capacity Min - Max kW 3-7 7-14 7-14
Airflow m3/Hr Standard - (Min/Max) m3/h 1300 - 780/1950 1800 -1080/2700 2500 -1500/3750
Internal Volume Standard - (Min/Max) L 1.8 -1.08/2.16 27-1.62/3.24 3.6 -216/4.32
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6

VRF DX Kits - DDC Type - Fresh Air +5H +35C

Retail Price \ €814 \ €803 \ €803
Outdoor Capacity HP 3 4 5

Valve Boxes No. 1 1 1
Connected AHU Capacity Min - Max kW 3-7 7-14 7-14
Airflow m3/Hr Standard - (Min/Max) m3/h 650 - 520/845 900 - 720/1170 1250 - 1000/1625
Internal Volume Standard - (Min/Max) L 1.26 - 1.01/1.51 1.89 - 1.51/2.27 2.52-2.02/3.02
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6

DXKITS - DDC TYPE 61
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Retail Price \ €863 \ €863 \ €863
Outdoor Capacity HP 6 8 10

Valve Boxes No. 1 1 1
Connected AHU Capacity Min - Max kw 14 - 28 14 - 28 14 - 28
Airflow m3/Hr Standard - (Min/Max) m3/h 3000 - 1800/4500 4500 - 2700/6750 5500 - 3300/8250
Internal Volume Standard - (Min/Max) L 4.05-244/4.85 6.57 - 3.94/7.88 7.33-44/8.8
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Retail Price \ €863 \ €863 \ €863
Outdoor Capacity HP 6 8 10

Valve Boxes No. 1 1 1
Connected AHU Capacity Min - Max kw 14 -28 14 -28 14 -28
Airflow m3/Hr Standard - (Min/Max) m3/h 1500 - 1200/1950 2250 - 1800/2925 2750 - 2200/3575
Internal Volume Standard - (Min/Max) L 3.56 - 2.85/4.27 4.6 -3.68/5.52 513-411/616

Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Retail Price \ €1,011 \ €1,011 \ €1,011
Outdoor Capacity HP 12 14 16

Valve Boxes No. 1 1 1
Connected AHU Capacity Min - Max kW 17-35 28-42 28 - 56
Airflow m3/Hr Standard - (Min/Max) m3/h 6500 - 3900/9750 8000 - 4800/12000 9000 - 5400/13500
Internal Volume Standard - (Min/Max) L 8.09 - 4.85/971 9.57 - 574/11.48 11.05 - 6.63/13.26
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Retail Price \ €1,011 \ €1,011 \ €1,011
Outdoor Capacity HP 12 14 16

Valve Boxes No. 1 1 1
Connected AHU Capacity Min - Max kW 17-35 28-42 28 - 56
Airflow m3/Hr Standard - (Min/Max) m3/h 3250 - 2600/4225 4000 - 3200/5200 4500 - 3600/5850
Internal Volume Standard - (Min/Max) L 5.66 - 4.53/6.8 6.7 - 5.36/8.04 774 - 6.19/9.28
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6

DXKITS - DDC TYPE 63
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Retail Price \ €1,011 \ €1,011 \ €1,036
Outdoor Capacity HP 18 20 22

Valve Boxes No. 1 1 1
Connected AHU Capacity Min - Max kW 28 -56 28-56 56 -73
Airflow m3/Hr Standard - (Min/Max) m3/h 10000 - 6000/15000 11000 - 6600/16500 12000 - 7200/18000
Internal Volume Standard - (Min/Max) L 12.25 - 7.35/14.69 13.44 - 8.06/16.13 14.6 - 8.76/17.52
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Retail Price \ €1,011 \ €1,011 \ €1,036
Outdoor Capacity HP 18 20 22

Valve Boxes No. 1 1 1
Connected AHU Capacity Min - Max kW 28 -56 28-56 56 -73
Airflow m3/Hr Standard - (Min/Max) m3/h 5000 - 4000/6500 5500 - 4400/7150 6000 - 4800/7800
Internal Volume Standard - (Min/Max) L 8.57 - 6.86/10.29 9.41-753/11.29 10.22 - 818/12.26

Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2 - - 40VA020D7FAQEE
Retail Price \ €1,036 \ €1,036 \ €2,022
Outdoor Capacity HP 24 26 28
Valve Boxes No. 1 1 2
Connected AHU Capacity Min - Max kW 56 -73 56 -73 73-112
Airflow m3/Hr Standard - (Min/Max) m3/h 13000 - 7800/19500 14000 - 8400/21000 16000 - 9600/24000
Internal Volume Standard - (Min/Max) L 15.76 - 9.46/18.91 16.8 - 10.08/20.16 1914 - 11.48/22.97
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6 220/240-1-50 - 6 220/240-1-50 - 6+6
VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)
Valve box 2 - - 40VA020D7FAQEE
Retail Price \ €1,036 \ €1,036 \ €2,022
Outdoor Capacity HP 24 26 28
Valve Boxes No. 1 1 2
Connected AHU Capacity Min - Max kW 56 -73 56 - 73 73-112
Airflow m3/Hr Standard - (Min/Max) m3/h 6500 - 5200/8450 7000 - 5600/9100 8000 - 6400/10400
Internal Volume Standard - (Min/Max) L 11.03 - 8.83/13.24 11.76 - 9.41/1411 13.4 -10.72/16.08
Suggested Power supply V-ph-Hz-A 220/240-1-50 -6 220/240-1-50 -6 220/240-1-50 - 6+6

DXKITS - DDC TYPE 65




66

VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2 40VA020D7FAQEE 40VA020D7FAQEE 40VA020D7FAQEE
Retail Price \ €2,022 \ €2,022 \ €2,022
Outdoor Capacity HP 30 32 34

Valve Boxes No. 2 2 2
Connected AHU Capacity Min - Max kW 73-12 73-112 73-112
Airflow m3/Hr Standard - (Min/Max) m3/h 17000 - 10200/25500 18000 - 10800/27000 19000 - 11400/28500
Internal Volume Standard - (Min/Max) L 20.62 - 12.37/24.74 221-13.26/26.52 23.3 -13.98/27.95
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6+6 220/240-1-50 - 6+6 220/240-1-50 - 6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA020D7FAQEE 40VA020D7FAQEE 40VAO020D7FAQEE
Retail Price €2,022 €2,022 €2,022
Outdoor Capacity HP 30 32 34

Valve Boxes No. 2 2 2
Connected AHU Capacity Min - Max kW 73-12 73-112 73-112
Airflow m3/Hr Standard - (Min/Max) m3/h 8500 - 6800/11050 9000 - 7200/11700 9500 - 7600/12350
Internal Volume Standard - (Min/Max) L 14.43 - 11.55/17.32 15.48 -12.38/18.56 16.31-13.05/19.57

Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6+6 220/240-1-50 - 6+6 220/240-1-50 - 6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2 40VA020D7FAQEE 40VA020D7FAQEE 40VA020D7FAQEE
Retail Price \ €2,022 \ €2,022 \ €2,022
Outdoor Capacity HP 36 38 40

Valve Boxes No. 2 2 2
Connected AHU Capacity Min - Max kW 73-12 73-112 73-112
Airflow m3/Hr Standard - (Min/Max) m3/h 20000 -12000/30000 21000 -12600/31500 22000 - 13200/33000
Internal Volume Standard - (Min/Max) L 24.5-14.7/29.38 25.69 - 15.41/30.82 26.88 - 16.12/32.26
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6+6 220/240-1-50 - 6+6 220/240-1-50 - 6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA020D7FAQEE 40VA020D7FAQEE 40VAO020D7FAQEE
Retail Price \ €2,022 \ €2,022 \ €2,022
Outdoor Capacity HP 36 38 40

Valve Boxes No. 2 2 2
Connected AHU Capacity Min - Max kW 73-12 73-112 73-112
Airflow m3/Hr Standard - (Min/Max) m3/h 10000 - 8000/13000 10500 - 8400/13650 11000 - 8800/14300
Internal Volume Standard - (Min/Max) L 1714 -13.72/20.58 17.97 - 14.39/21.59 18.8 - 15.06/22.6
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6+6 220/240-1-50 - 6+6 220/240-1-50 - 6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price \ €2,072 \ €2,072 \ €2,072
Outdoor Capacity HP 42 44 46

Valve Boxes No. 2 2 2
Connected AHU Capacity Min - Max kW 112 - 146 112 - 146 112 - 146
Airflow m3/Hr Standard - (Min/Max) m3/h 23000 - 13800/34500 24000 - 14400/36000 25000 - 15000/37500
Internal Volume Standard - (Min/Max) L 28.04 - 16.82/33.65 29.2 -16.52/35.04 30.36 -18.22/36.43
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6+6 220/240-1-50 - 6+6 220/240-1-50 - 6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price €2,072 €2,072 €2,072
Outdoor Capacity HP 42 44 46

Valve Boxes No. 2 2 2
Connected AHU Capacity Min - Max kW 112 -146 112 - 146 112 -146
Airflow m3/Hr Standard - (Min/Max) m3/h 11500 - 9200/14950 12000 - 9600/15600 12500 - 10000/16250
Internal Volume Standard - (Min/Max) L 19.63 - 15.73/23.61 2046 -16.4/24.62 21.29 - 17.07/25.63

Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6+6 220/240-1-50 - 6+6 220/240-1-50 - 6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA020D7FAQEE
Retail Price €2,072 €2,072 . €3033 |
Outdoor Capacity HP 48 50 52

Valve Boxes No. 2 2 3

Connected AHU Capacity Min - Max kW 12 - 146 12 - 146 112 - 146

Airflow m3/Hr Standard - (Min/Max) m3/h 26000 - 15600/39000 27000 -16200/40500 28000 - 16800/42000
Internal Volume Standard - (Min/Max) L 31.52 -18.92/37.82 32.56 - 19.54/39.07 33.6 - 20.16/40.32
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6+6 220/240-1-50 - 6+6 220/240-1-50 - 6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VAO020D7FAQEE
€2,072 €2,072 . €3033
Outdoor Capacity HP 48 50 52

Valve Boxes No. 2 2 3

Connected AHU Capacity Min - Max kw 12 - 146 12 -146 112 - 146

Airflow m3/Hr Standard - (Min/Max) m3/h 13000 - 10400/16900 13500 - 10800/17550 14000 - 11200/18200
Internal Volume Standard - (Min/Max) L 2212 -1774/26.64 22.95 -18.41/27.65 23.78 - 19.08/28.66
Suggested Power supply V-ph-Hz-A 220/240-1-50 - 6+6 220/240-1-50 - 6+6 220/240-1-50 - 6+6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2 40VA020D7FAQEE 40VA020D7FAQEE 40VA020D7FAQEE
Retail Price €2,637 €2,637 €2,637
Outdoor Capacity HP 54 56 58

Valve Boxes No. 3 3 3
Connected AHU Capacity Min - Max kW 146 - 168 146 - 168 146 - 168
Airflow m3/Hr Standard - (Min/Max) m3/h 30000 -18000/45000 31000 - 18600/46500 32000 - 19200/48000
Internal Volume Standard - (Min/Max) L 36.75 - 22.05/44.07 37.94 - 22.76/45.51 39.13 - 23.47/46.95
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6 220/240-1-50 - 6+6+6 220/240-1-50 - 6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA020D7FAQEE 40VA020D7FAQEE 40VA020D7FAQEE
RetailPice €03 €303 €3033 |
Outdoor Capacity HP 54 56 58

Valve Boxes No. 3 3 3

Connected AHU Capacity Min - Max kW 146 - 168 146 - 168 146 - 168

Airflow m3/Hr Standard - (Min/Max) m3/h 14500 - 11600/18850 15000 - 12000/19500 15500 - 12400/20150
Internal Volume Standard - (Min/Max) L 24.61-19.75/29.67 2544 -20.42/30.68 26.27 - 21.09/31.69

Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6 220/240-1-50 - 6+6+6 220/240-1-50 - 6+6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2 40VA020D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 - 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price €3,033 €4,144 €4,144
Outdoor Capacity HP 60 62 64

Valve Boxes No. 3 4 4

Connected AHU Capacity Min - Max kW 146 - 168 168 - 219 168 - 219

Airflow m3/Hr Standard - (Min/Max) m3/h 33000 - 19800/49500 34000 - 20400/51000 35000 - 21000/52500
Internal Volume Standard - (Min/Max) L 40.32 - 24.18/48.38 4148 - 24.88/49.78 42.64 - 25.58/51.17
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6 | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA020D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 - 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price . €3033

Outdoor Capacity HP 60 62 64

Valve Boxes No. 3 4 4

Connected AHU Capacity Min - Max kW 146 - 168 168 - 219 168 - 219

Airflow m3/Hr Standard - (Min/Max) m3/h 16000 - 12800/20800 16500 - 13200/21450 17000 - 13600/22100
Internal Volume Standard - (Min/Max) L 271-2176/327 27.93 - 22.43/33.71 28.76 - 23.1/34.72
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6 | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2

Valve box 4
Retail Price

Outdoor Capacity

Valve Boxes

Connected AHU Capacity Min - Max
Airflow m3/Hr Standard - (Min/Max)
Internal Volume Standard - (Min/Max)
Suggested Power supply

DXKITS - DDC TYPE 72

Bl
40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE

€4,144 €4,144 €444
HP 66 68 70
No. 4 4 4
kW 168 - 219 168 - 219 168 - 219
m3/h 36000 - 21600/54000 = 37000 - 22200/55500 = 38000 - 22800/57000
L 43.8 - 26.28/52.56 44.96 - 26.98/53.95 4612 - 27.68/55.34

V-ph-Hz-A | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price

Outdoor Capacity HP 66 68 70

Valve Boxes No. 4 4 4
Connected AHU Capacity Min - Max kW 168 - 219 168 - 219 168 - 219
Airflow m3/Hr Standard - (Min/Max) m3/h 17500 - 14000/22750 18000 - 14400/23400 18500 - 14800/24050
Internal Volume Standard - (Min/Max) L 29.59 - 23.77/35.73 3042 -2444/36.74 31.25 - 25.11/37.75

Suggested Power supply

V-ph-Hz-A | 220/240-1-50 - 6+6+6+6  220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued) L

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price €4,144 €4,144 €4,144
Outdoor Capacity HP 72 74 76

Valve Boxes No. 4 4 4

Connected AHU Capacity Min - Max kW 168 - 219 168 - 219 168 - 219

Airflow m3/Hr Standard - (Min/Max) m3/h 39000 -23400/58500 40000 - 24000/6000 41000 - 24600/61500
Internal Volume Standard - (Min/Max) L 47.28 - 28.38/56.73 48.32 - 29/57.98 49.36 - 29.62/59.23
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6 | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price

Outdoor Capacity HP 72 74 76

Valve Boxes No. 4 4 4

Connected AHU Capacity Min - Max kW 168 - 219 168 - 219 168 - 219

Airflow m3/Hr Standard - (Min/Max) m3/h 19000 - 15200/24700 19500 - 15600/25350 20000 -16000/26000
Internal Volume Standard - (Min/Max) L 32.08 - 25.78/38.76 32.91-26.45/39.77 33.74 - 2712/40.78
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6 | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued) L

Valve box 2 40VA026D7FAQEE 40VA020D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA020D7FAQEE 40VA026D7FAQEE
Retail Price €4,144 €4,044 €4,144
Outdoor Capacity HP 78 80 82

Valve Boxes No. 4 4 4

Connected AHU Capacity Min - Max kW 168 - 219 219 - 224 224 - 292

Airflow m3/Hr Standard - (Min/Max) m3/h 42000 - 25200/63000 & 44000 - 26400/66000 | 45000 - 27000/67500
Internal Volume Standard - (Min/Max) L 504 - 32.4/60.48 53.76 - 32.6/64.52 54.92 - 32.94/65.91
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA026D7FAQEE 40VA020D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA020D7FAQEE 40VA026D7FAQEE
Retail Price _€4144 €4,044

Outdoor Capacity HP 78 80 82

Valve Boxes No. 4 4 4
Connected AHU Capacity Min - Max kW 168 - 219 219 - 224 224 - 292
Airflow m3/Hr Standard - (Min/Max) m3/h 20500 - 16400/26650 21000 -16800/27300 21500 - 17200/27950
Internal Volume Standard - (Min/Max) L 34.57 - 27.79/41.79 354 -28.46/42.8 36.23 - 29.13/43.81

Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6  220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued) L

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price €3,604 €3,604 €3,604
Outdoor Capacity HP 84 86 88

Valve Boxes No. 4 4 4

Connected AHU Capacity Min - Max kW 224 - 292 224 - 292 224 - 292

Airflow m3/Hr Standard - (Min/Max) m3/h 46000 - 27600/69000 | 47000 - 28200/70500 | 48000 - 28800/72000
Internal Volume Standard - (Min/Max) L 56.08 - 33.64/67.3 57.24 - 34.34/68.69 58.4 - 35.04/70.08
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price

Outdoor Capacity HP 84 86 88

Valve Boxes No. 4 4 4

Connected AHU Capacity Min - Max kW 224 - 292 224 - 292 224 - 292

Airflow m3/Hr Standard - (Min/Max) m3/h 22000 - 17600/28600 22500 - 18000/29250 23000 - 18400/29900
Internal Volume Standard - (Min/Max) L 37.06 - 29.8/44.82 37.89 - 30.47/45.83 38.72 - 3114/46.84
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6 | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued) L

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price €4,144 €4,144 €4,144
Outdoor Capacity HP 90 92 94

Valve Boxes No. 4 4 4

Connected AHU Capacity Min - Max kW 224 - 292 224 - 292 224 - 292

Airflow m3/Hr Standard - (Min/Max) m3/h 49000 - 29400/73500 | 50000 - 30000/75000 @ 51000 - 30600/76500
Internal Volume Standard - (Min/Max) L 59.56 - 35.74/71.47 60.72 - 36.44/72.86 61.88 - 3714/74.25
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price

Outdoor Capacity HP 90 92 94

Valve Boxes No. 4 4 4
Connected AHU Capacity Min - Max kW 224 - 292 224 - 292 224 - 292
Airflow m3/Hr Standard - (Min/Max) m3/h 23500 - 18800/30550 24000 - 19200/31200 24500 - 19600/31850
Internal Volume Standard - (Min/Max) L 39.55 - 31.81/47.85 40.38 - 32.48/48.86 41.21 - 3315/49.87

Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6  220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6
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VRF DX Kits - DDC Type - Return Air +10H +14C (Continued) L

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price €4,144 €4,144 €4,144
Outdoor Capacity HP 96 98 100

Valve Boxes No. 4 4 4

Connected AHU Capacity Min - Max kW 224 - 292 224 - 292 224 - 292

Airflow m3/Hr Standard - (Min/Max) m3/h 52000 - 31200/78000 53000 - 31800/79500 54000 - 32400/81000
Internal Volume Standard - (Min/Max) L 63.04 - 37.84/75.64 64.08 - 38.46/76.89 65.12 - 38.8/78.14
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6  220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Valve box 4 40VA026D7FAQEE 40VA026D7FAQEE 40VA026D7FAQEE
Retail Price

Outdoor Capacity HP 96 98 100

Valve Boxes No. 4 4 4

Connected AHU Capacity Min - Max kW 224 - 292 224 - 292 224 - 292

Airflow m3/Hr Standard - (Min/Max) m3/h 25000 - 20000/32500 25500 - 20400/33150 26000 - 20800/33800
Internal Volume Standard - (Min/Max) L 42.04 - 33.82/50.88 42.87 - 34.49/51.89 437 - 3516/52.9
Suggested Power supply V-ph-Hz-A | 220/240-1-50 - 6+6+6+6 | 220/240-1-50 - 6+6+6+6 220/240-1-50 - 6+6+6+6
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DXKITS - DDC TYPE

VRF DX Kits - DDC Type - Return Air +10H +14C (Continued)

Valve box 2

Valve box 4

Retail Price

Outdoor Capacity HP
Valve Boxes No.
Connected AHU Capacity Min - Max kW
Airflow m3/Hr Standard - (Min/Max) m3/h
Internal Volume Standard - (Min/Max) L
Suggested Power supply V-ph-Hz-A

VRF DX Kits - DDC Type - Fresh Air +5H +35C (Continued)

Valve box 2

Valve box 4

Retail Price

Outdoor Capacity HP
Valve Boxes No.
Connected AHU Capacity Min - Max kW
Airflow m3/Hr Standard - (Min/Max) m3/h
Internal Volume Standard - (Min/Max) L

Suggested Power supply V-ph-Hz-A

40VA026D7FAQEE

40VA026D7FAQEE
€4,144

102
4
224 - 292
55000 - 33000/82500
66.16 - 39.7/79.39
220/240-1-50 - 6+6+6+6

40VA026D7FAQEE

40VA026D7FAQEE

102
4
224 - 292
26500 - 21200/34450
4453 - 35.83/53.91
220/240-1-50 - 6+6+6+6

78

40VA026D7FAQEE

40VA026D7FAQEE
€4,144

104
4
224 - 292
56000 - 33600/84000
67.2 - 40.32/80.64
220/240-1-50 - 6+6+6+6

40VA026D7FAQEE

40VA026D7FAQEE

104
4
224 - 292
27000 - 21600/35100
45.36 - 36.5/54.92
220/240-1-50 - 6+6+6+6



INDOOR UNITS

VRF Indoor Units - High wall

VRF Indoor Units - Compact Cassette

VRF Indoor Units - Round Way Cassette
VRF Indoor Units - 2-Way Cassette

VRF Indoor Units - 1-Way Cassette

VRF Indoor Units - Slim Ducted

VRF Indoor Units - Standard Static Ducted

VRF Indoor Units - High Static Ducted
VRF Indoor Units - Flex Ceiling-Floor

VRF Indoor Units - Two-Way Console

80 -82 VRF Indoor Units - Console Recessed 107
83-84 VRF Indoor Units - Air-to Air Heat Exchanger 108 - 110
85-88 VRF Accessories m-n2
89-90

91-92

93-94

95-97

98 - 101

102 - 104

105 - 107
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VRF Indoor Units - High Wall

Outdoor Unit 40VK005S-7S2- 40VK009S-752-
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible kW 1.5/11 2.2/1.5 2.8/1.8

UK Heating kW 14 21 27

Sound pressure level (H/M/L) dB(A) 33/31/29 35/31/29 36/31/29
Indoor Airflow (H-M-L) I/s 500/430/370 550/480/420 600/530/470
Dimensions (HxWxD) mm 280x855x208 280x855%x208 280x855%x208
Weight kg 10 10 10
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6
Pipe Connections (Gas - Liquid) inch 3/8-1/4 3/8-1/4 3/8-1/4

* 40VC167FQEE Wireless remote included as standard
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VRF Indoor Units - High Wall (Continued)

Outdoor Unit 40VKO018S-7S52-
Outdoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible kW 3.6/2.8 4.5/31 5.6/3.6

UK Heating kW 34 4.2 5.3

Sound pressure level (H/M/L) dB(A) 37/33/29 39/36/34 40/39/35
Indoor Airflow (H-M-L) I/s 630/560/500 800/720/650 920/800/720
Dimensions (HxWxD) mm 280x855x208 336x1115%243 336x1115%x243
Weight kg 10 16 16
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6
Pipe Connections (Gas - Liquid) inch 1/2 -1/4 172 -1/4 1/2 -1/4

* 40VC167FQEE Wireless remote included as standard
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VRF Indoor Units - High Wall (Continued)

Outdoor Unit
Outdoor Unit Retail Price

Rated Cooling capacity

82

40VK024S-7S2-

Rated Heating capacity

UK Cooling Total/Sensible kW

UK Heating kW
Sound pressure level (H/M/L) dB(A)
Indoor Airflow (H-M-L) I/s
Dimensions (HxWxD) mm
Weight kg
Suggested Power & Fuse rating V-ph-Hz & A
Pipe Connections (Gas - Liquid) inch

* 40VC167FQEE Wireless remote included as standard

71/47 9.0/61
6.8 76 85
44/40/36 48/43/40 49/44/41
1010/920/800 1500/1400/1300 1600/1500/1400
336x1115%x243 365x1316x270 365x1316x270
16 22 22
220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6
5/8 -3/8 5/8 -3/8 5/8 -3/8



VRF Indoor Units - Compact Cassette

Indoor Unit 40VUO005C-7S-QEE 40VU007C-7S-QEE 40VU009C-7S-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity
Rated Heating capacit . ; .
UK Cooling Total/Sensible kwW 1.5/11 2.2/18 2.8/21

UK Heating kW 14 21 27

Sound pressure level (H/M/L) dB(A) 32/30/29 32/30/29 32/30/29
Indoor Airflow (H-M-L) I/s 520/450/400 520/450/400 520/450/400
Dimensions (HxWxD) Indoor mm 260x570x570 260x570%x570 260x570%x570
Dimensions (HxWxD) Panel mm 60x620%x620 60x620x620 60x620%x620
Weight Indoor/Panel kg 16/3 16/3 16/3
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6
Pipe Connections (Gas - Liquid) inch 3/8-1/4 3/8-1/4 3/8-1/4
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VRF Indoor Units - Compact Cassette (Continued)

Indoor Unit 40VU012C-7S-QEE 40VUO016C-7S-QEE 40VUO018C-7S-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity
Rated Heating capacit . ; .
UK Cooling Total/Sensible kwW 1.5/11 2.2/18 2.8/21

UK Heating kW 14 21 27

Sound pressure level (H/M/L) dB(A) 32/30/29 32/30/29 32/30/29
Indoor Airflow (H-M-L) I/s 520/450/400 520/450/400 520/450/400
Dimensions (HXWxD) Indoor mm 260x570x570 260x570x570 260x570x570
Dimensions (HxWxD) Panel mm 60%x620x620 60%x620x620 60%620%x620
Weight Indoor/Panel kg 16/3 16/3 16/3
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6

Pipe Connections (Gas - Liquid) inch 3/8-1/4 3/8-1/4 3/8-1/4



VRF Indoor Units - RoundWay 4-Way Cassette

Indoor Unit 40VUOO7R-7E-QEE 40VUOO9R-7E-QEE 40VUO12R-7E-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity
Rated Heating capacit . . !
UK Cooling Total/Sensible kW 22/1.8 2.8/21 3.6/2.6

UK Heating kW 21 2.7 34

Sound pressure level (H/M/L) dB(A) 30/27/25 30/27/25 30/27/25
Indoor Airflow (H-M-L) I/s 1000/810/620 1000/810/620 1000/810/620
Dimensions (HxWxD) Indoor mm 183x840%840 183x840x%840 183x840%840
Dimensions (HxWxD) Panel mm 50x950x950 50x950x950 50x950%950
Weight Indoor/Panel kg 25/7 25/7 25/7
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6
Pipe Connections (Gas - Liquid) inch 3/8-1/4 3/8-1/4 1/2 -1/4
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VRF Indoor Units - RoundWay 4-Way Cassette (Continued)

Indoor Unit 40VUO16R-7E-QEE 40VUO18R-7E-QEE 40VUO024R-7E-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity
Rated Heating capacit d ’ d
UK Cooling Total/Sensible kW 45/3.2 5.6/3.8 71/47

UK Heating kW 4.2 5.3 6.8

Sound pressure level (H/M/L) dB(A) 32/29/27 33/30/29 35/34/31
Indoor Airflow (H-M-L) I/s 1000/810/620 1000/810/620 1380/1190/1000
Dimensions (HXWxD) Indoor mm 183x840%x840 183x840x840 204x840x%840
Dimensions (HxWxD) Panel mm 50x950%950 50x950%950 50x950%x950
Weight Indoor/Panel kg 25/7 25/7 27/7
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6

Pipe Connections (Gas - Liquid) inch 1/2 -1/4 1/2 -1/4 5/8 -3/8



VRF Indoor Units - RoundWay 4-Way Cassette (Continued)

Indoor Unit

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity

40VUO28R-7E-QEE

40VUO30R-7E-QEE

40VUO38R-7E-QEE

Rated Heating capacit

UK Cooling Total/Sensible

UK Heating

Sound pressure level (H/M/L)
Indoor Airflow (H-M-L)
Dimensions (HxWxD) Indoor
Dimensions (HxWxD) Panel
Weight Indoor/Panel
Suggested Power & Fuse rating
Pipe Connections (Gas - Liquid)

kW

kW
dB(A)

I/s

mm

mm

kg

V-ph-Hz & A

inch

8.0/5.2
76

37/35/31
1380/1190/1000
204x840%840

50x950x950
27/7
220/240-1-50 & 6
5/8 - 3/8

9.0/61
85
37/35/31
2050/1860/1670
246x840%x840
50x950x950
31/7
220/240-1-50 & 10
5/8 -3/8

1.2/7.8
10.6
37/35/31
2050/1860/1670
246%x840x840
50%x950%950
31/7
220/240-1-50 & 10
5/8 - 3/8
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VRF Indoor Units - RoundWay 4-Way Cassette (Continued)

Indoor Unit

40VUO048R-7E-QEE 40VUO054R-7E-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity

Rated Heating capacit

UK Cooling Total/Sensible

UK Heating

Sound pressure level (H/M/L)
Indoor Airflow (H-M-L)
Dimensions (HxWxD) Indoor
Dimensions (HxWxD) Panel
Weight Indoor/Panel
Suggested Power & Fuse rating
Pipe Connections (Gas - Liquid)

kw | 14.0 | 16.0

kW 16.0 18.0

KW 14.0/9.2 16.0/10.4
kW 13.6 15.2

dB(A) 44/40/36 44/40/36

I/s 2100/1910/1720 2100/1910/1720

mm 288x840x840 288x840x840

mm 50x950%x950 50x950x950
kg 33/7 33/7

V-ph-Hz & A 220/240-1-50 & 10 220/240-1-50 & 10
inch 5/8 - 3/8 5/8 - 3/8



VRF Indoor Units - 2-Way Cassette

Indoor Unit 40VU0072-7G-QEE 40VU0092-7G-QEE 40VU0122-7G-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity
Rated Heating capacit . . !
UK Cooling Total/Sensible kW 22/1.8 2.8/21 3.6/2.6

UK Heating kW 21 2.7 34

Sound pressure level (H/M/L) dB(A) 42/37/33 42/37/33 42/37/33
Indoor Airflow (H-M-L) I/s 840/700/550 840/700/550 840/700/550
Dimensions (HxWxD) Indoor mm 220%817x620 220x817x620 220%x817x620
Dimensions (HxWxD) Panel mm 68%1055x680 68x1055%x680 68x%1055%x680
Weight Indoor/Panel kg 21/7 21/7 21/7
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6
Pipe Connections (Gas - Liquid) inch 3/8-1/4 3/8-1/4 1/2 -1/4
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VRF Indoor Units - 2-Way Cassette (Continued)
Indoor Unit 40VU0162-7G-QEE 40VU0182-7G-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity \ kW \ 45 \ 5.6

Rated Heating capacit kW 5.0 6.3

UK Cooling Total/Sensible kW 45/3.2 5.6/3.8

UK Heating kW 4.2 5.3

Sound pressure level (H/M/L) dB(A) 44/39/34 44/39/34
Indoor Airflow (H-M-L) I/s 840/700/550 840/700/550
Dimensions (HxWxD) Indoor mm 220%817x620 220x817x620
Dimensions (HxWxD) Panel mm 68x1055x680 68x1055%680
Weight Indoor/Panel kg 21/7 21/7
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6

Pipe Connections (Gas - Liquid) inch 1/2 -1/4 1/2 -1/4



VRF Indoor Units - 1-Way Cassette
Indoor Unit 40VU0051-7E-QEE 40VU0071-7E-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity
Rated Heating capacit

UK Cooling Total/Sensible kW 1.5/11 2.2/1.8

UK Heating kW 14 21

Sound pressure level (H/M/L) dB(A) 32/29/24 32/29/24
Indoor Airflow (H-M-L) I/s 530/490/450 530/490/450
Dimensions (HxWxD) Indoor mm 185x875x505 185x875x505
Dimensions (HxWxD) Panel mm 122x1050x560 122x1050%560
Weight Indoor/Panel kg 15/3 15/3
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6
Pipe Connections (Gas - Liquid) inch 3/8-1/4 3/8-1/4
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VRF Indoor Units - 1-Way Cassette (Continued)
Indoor Unit 40VUO0091-7E-QEE 40VUO0121-7E-QEE

Indoor Unit Retail Price (Inc. Fascia Panel)

Rated Cooling capacity kW 2.8 3.6

Rated Heating capacit \ kw | 3.2 \ 40

UK Cooling Total/Sensible kW 2.8/21 3.6/2.6

UK Heating kW 2.7 34

Sound pressure level (H/M/L) dB(A) 32/29/24 34/30/25
Indoor Airflow (H-M-L) I/s 530/490/450 550/530/490
Dimensions (HXWxD) Indoor mm 185x875x505 185x875%x505
Dimensions (HxWxD) Panel mm 122x1050%560 122x1050%x560
Weight Indoor/Panel kg 15/3 15/3
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6

Pipe Connections (Gas - Liquid) inch 3/8-1/4 1/2 -1/4



VRF Indoor Units - Slim Ducted

Indoor Unit
Panel model (Optional)

Retail Price (Inc. Panel)

Rated Cooling capacit

Rated Heating capacity

UK Cooling Total/Sensible

UK Heating

Sound pressure level, Cooling (H/M/L)
Sound pressure level, Heating (H/M//L)
Indoor Airflow (H/M//L)

Max external static pressure
Dimensions (HxWxD) Indoor
Dimensions Outlet (HXWxD) panel
Dimensions Inlet (HxWxD) panel
Weight - Indoor / Panel

Suggested Power & Fuse rating

Pipe Connections (Gas - Liquid)

40VDOO5L-7E-QEE 40VDOO07L-7E-QEE 40VDOOSL-7E-QEE

40VPDO16L7EQEE  40VPDO16L7EQEE 40VPDO16L7EQEE

| €1,138 | €1,174
kw | 1.5 | 22
kw | 17 \ 25
kW 15/1.2 2.2/18
kW 14 21
dB(A) 26/22/19 27/23/20
dB(A) 26/22/19 27/23/20
I/s 430/370/310 480/420/360
Pa 30 30
mm 185x850x420 185x850x420
mm 100x890x190 100x890x190
mm 324x890%x290.5 32.4x890%290.5
kg 17/4 18/4
V-ph-Hz & A 220/240-1-50 & 6 = 220/240-1-50 & 6
inch 3/8-1/4 3/8-1/4

€1,197

2.8
3.2
2.8/21
27
27/23/20
27/23/20
480/420/360
30
185x850x420
100x890x190
32.4x890%290.5
18/4
220/240-1-50 & 6
3/8 -1/4

i

40VDO12L-7E-QEE
40VPDO16L7EQEE

€1,222

3.6
4.0
3.6/2.6
34
30/27/24
30/27/24
550/430/370
30
185x850x420
100x890x190
32.4x890%290.5
18/4
220/240-1-50 & 6
1/2-1/4



VRF Indoor Units - Slim Ducted (Continued)

Indoor Unit

Panel model (Optional)

Retail Price (Inc. Panel)

Rated Cooling capacit

Rated Heating capacity

UK Cooling Total/Sensible

UK Heating

Sound pressure level, Cooling (H/M/L)
Sound pressure level, Heating (H/M//L)
Indoor Airflow (H/M//L)

Max external static pressure
Dimensions (HxWxD) Indoor
Dimensions Outlet (HxWxD) panel
Dimensions Inlet (HxXWxD) panel
Weight - Indoor / Panel

Suggested Power & Fuse rating

Pipe Connections (Gas - Liquid)

mm
mm
kg
V-ph-Hz & A
inch

40VDO16L-7E-QEE

40VPDO16L7EQEE

€1,246

45
5.0
4.5/3.2
4.2
32/29/26
32/29/26
600/540/460
30
185x850x420
100x890x%190
32.4x890%290.5
19/4
220/240-1-50 & 6
172 -1/4

40VDO18L-7E-QEE

40VPDO24L7EQEE

€1,329

5.6
6.3
5.6/3.7
5.3
33/30/27
33/30/27
800/690/580
30
185x1170x420
100%1210%190
32.4x1210%x290.5
23/5
220/240-1-50 & 6
1/2-1/4

,_
L 2
»

40VD024L-7E-QEE

40VPDO24L7EQEE

€1,418

71
8.0
71/5
6.8
36/33/30
36/33/30
930/850/750
30
185x1170x420
100%1210%190
32.4x1210x290.5
24/5
220/240-1-50 & 10
5/8 -3/8



VRF Indoor Units - Standard Static Ducted

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity

Rated Heating capacity

UK Cooling Total/Sensible *

UK Heating *

Sound pressure level (H/M/L)
Indoor Airflow (H/M//L)

Max external static pressure
Dimensions (HxWxD)

Weight

Suggested Power & Fuse rating
Pipe Connections (Gas - Liquid)

* Awaiting Factory Confirmation

kW 1.56/1.3

kW 13
dB(A) 29/27/25
I/s 515/440/390
Pa 200
mm 248x700x700
kg 27
V-ph-Hz & A 220/240-1-50 & 10
inch 1/2-1/4

2.017 2.5/21 3.2/24

17 22 27
30/28/25 30/28/25 31/29/27
545/470/390 545/470/390 570/495/390
200 200 200
248x700x700 248x700x700 248x700x700
27 27 27
220/240-1-50 &10 = 220/240-1-50 &10 = 220/240-1-50 & 10
1/72-1/4 1/2-1/4 1/2-1/4
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VRF Indoor Units - Standard Static Ducted (Continued)

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible * kwW 4.0/3.3 5.0/37 6.3/4.8 71/54

UK Heating * kW 34 43 54 61

Sound pressure level (H/M/L) dB(A) 32/30/28 33/31/29 34/31/29 35/33/30
Indoor Airflow (H/M//L) I/s 700/625/550 915/765/640 1275/1050/875 1275/1050/875
Max external static pressure Pa 200 200 200 200
Dimensions (HXWxD) mm 248x700x700 248x1100x700 248x1100%700 248x1100%700
Weight kg 29 29 37 37
Suggested Power & Fuse rating V-ph-Hz & A| 220/240-1-50 & 10 | 220/240-1-50 &16 = 220/240-1-50 & 16 | 220/240-1-50 & 16
Pipe Connections (Gas - Liquid) inch 1/2-1/4 1/2-1/4 5/8 - 3/8 5/8 - 3/8

* Awaiting Factory Confirmation



VRF Indoor Units - Standard Static Ducted (Continued)

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible * kwW 8.0/61 8.5 12.3/9.2 14.3/10.2

UK Heating * kW 6.8 85 10.9 12.2

Sound pressure level (H/M/L) dB(A) 36/33/30 38/35/32 40/36/32 42/38/34
Indoor Airflow (H/M//L) I/s 1450/1200/1000 2000/1700/1400 2150/1750/1400 2350/1950/1600
Max external static pressure Pa 180 180 180 180
Dimensions (HXWxD) mm 248x1100%700 248x1500x700 248x1500x700 248x1500x700
Weight kg 39 48 51 51
Suggested Power & Fuse rating V-ph-Hz & A| 220/240-1-50 & 16 | 220/240-1-50 &16 | 220/240-1-50 & 16 | 220/240-1-50 & 16
Pipe Connections (Gas - Liquid) inch 5/8-3/8 5/8 - 3/8 5/8 - 3/8 5/8 - 3/8

* Awaiting Factory Confirmation
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VRF Indoor Units - High Static Ducted

Indoor Unit 40VDOO0O7H-7S-QEE  40VDO09H-7S-QEE 40VDO012H-7S-QEE 40VDO15H-7S-
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible kwW 2.2/1.8 2.8/21 3.6/2.6 45/3.2

UK Heating kW 21 27 34 42

Sound pressure level (H/M/L) dB(A) 30/25/23 30/25/23 32/29/26 32/29/26
Indoor Airflow (H-M-L) I/s 500/410/360 600/510/450 700/580/500 780/680/600
Max external static pressure Pa 200 200 200 200
Dimensions (HXWxD) mm 280x750%635 280x750%635 280x750x635 280x750x635
Weight kg 29 29 29 29
Suggested Power & Fuse rating V-ph-Hz & A| 220/240-1-50 & 10 | 220/240-1-50 &10 = 220/240-1-50 & 16 | 220/240-1-50 & 16

Pipe Connections (Gas - Liquid) inch 3/8-1/4 3/8 -1/4 1/2-1/4 1/2-1/4



VRF Indoor Units - High Static Ducted (Continued)

Indoor Unit 40VDO18H-7S- 40VDO28H-7S-

Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity ! d L
UK Cooling Total/Sensible kwW 5.6/37 71/5.0 8/5.3

UK Heating kW 53 6.8 76

Sound pressure level (H/M/L) dB(A) 32/29/26 33/29/25 33/29/25
Indoor Airflow (H-M-L) I/s 900/780/600 1100/1020/920 1500/1320/1220
Max external static pressure Pa 200 200 200
Dimensions (HxWxD) mm 280%x750x635 280x950%635 280x950%635
Weight kg 29 34 34
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 16 220/240-1-50 & 16 220/240-1-50 & 16
Pipe Connections (Gas - Liquid) inch 172 -1/4 5/8 - 3/8 5/8 -3/8
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VRF Indoor Units - High Static Ducted (Continued)

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity
UK Cooling Total/Sensible
UK Heating

Sound pressure level (H/M/L)

Indoor Airflow (H-M-L)

Max external static pressure

Dimensions (HxWxD)
Weight

Suggested Power & Fuse rating
Pipe Connections (Gas - Liquid)

kW

kW
dB(A)

I/s

Pa

mm

kg

V-ph-Hz & A

inch

40VDO30H-7S-

9/6.0
8.5
33/29/25
1500/1320/1220
200
280x950%635
34
220/240-1-50 & 16
5/8 -3/8

11.2/8.3
10.6
38/36/30
1700/1510/1400
200
280x1370%740
54
220/240-1-50 & 16
5/8 - 3/8

100

40VDO048H-7S-

14/101
13.6
40/34/29
2280/1920/1780
200
280x1370x740
54
220/240-1-50 & 16
5/8 - 3/8



VRF Indoor Units - High Static Ducted (Continued)

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible kW

UK Heating kW
Sound pressure level (H/M/L) dB(A)
Indoor Airflow (H-M-L) I/s

Max external static pressure Pa
Dimensions (HxWxD) mm
Weight kg
Suggested Power & Fuse rating V-ph-Hz & A
Pipe Connections (Gas - Liquid) inch

16/11.5
15.2
40/34/29
2280/1920/1780
200
280x1370x740
54
220/240-1-50 & 16
5/8 -3/8

224/157
232
55/51/47
4200/3500/2900
250
500%1330x895
103
220/240-1-50 & 16
7/8 -1/2

28/19.7
272
62/58/54
5200/4300/3500
250
500%1330x895
103
220/240-1-50 & 20
7/8 -1/2
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VRF Indoor Units - Flex Ceiling-Floor

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible kW 2.8/21 3.6/2.6 45/3.2 5.6/3.8

UK Heating kW 27 34 4.2 5.3

Sound pressure level (H/M/L) dB(A) 38/36/34 38/36/34 42/38/35 42/38/35
Indoor Airflow (H-M-L) I/s 820/750/690 820/750/690 950/820/690 950/820/690
Dimensions (HxWxD) mm 680%1000x230 680%1000x230 680x1000%230 680x1000%230
Weight kg 28 28 28 28
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 &6 @ 220/240-1-50 &6 | 220/240-1-50& 6 | 220/240-1-50 & 6

Pipe Connections (Gas - Liquid) inch 3/8-1/4 1/2 -1/4 1/2 -1/4 1/2 -1/4



VRF Indoor Units - Flex Ceiling-Floor (Continued)

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity

Rated Heating capacity .0 I

UK Cooling Total/Sensible kwW 71/47 8/5.2 9/61 1.2/7.8

UK Heating kW 6.8 76 85 10.6
Sound pressure level (H/M/L) dB(A) 46/44/41 47/44/41 47/44/41 50/46/43
Indoor Airflow (H-M-L) I/s 1420/1270/1240 1570/1420/1240 1570/1420/1240 2110/1990/1750
Dimensions (HxWxD) mm 680x1330%230 680x1330x230 680%1330x230 680%1650%230
Weight kg 36 36 36 44
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 &6 @ 220/240-1-50 &6 | 220/240-1-50& 6 | 220/240-1-50 & 6
Pipe Connections (Gas - Liquid) inch 5/8 - 3/8 5/8 - 3/8 5/8 -3/8 5/8 -3/8
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VRF Indoor Units - Flex Ceiling-Floor (Continued)

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible kW 14/9.2 16/104

UK Heating kW 13.6 15.2
Sound pressure level (H/M/L) dB(A) 50/46/43 50/46/43
Indoor Airflow (H-M-L) I/s 2110/1990/1750 2110/1990/1750
Dimensions (HXWxD) mm 680x1650%230 680%1650%230
Weight kg 44 44
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6

Pipe Connections (Gas - Liquid) inch 5/8 -3/8 5/8 - 3/8



VRF Indoor Units - Two-Way Console

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible kW 1.5/1.0 2.2/1.5 2.8/1.9

UK Heating kW 14 21 27

Sound pressure level (H/M/L) dB(A) 45/38/30 45/38/30 45/38/30
Indoor Airflow (H-M-L) I/s 540/390/270 540/390/270 540/390/270
Dimensions (HxWxD) mm 600x700x%210 600x700x%210 600x700%210
Weight kg 15 15 15
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6 220/240-1-50 & 6
Pipe Connections (Gas - Liquid) inch 172 -1/4 1/2 -1/4 1/2 -1/4
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VRF Indoor Units - Two-Way Console (Continued)

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity
Rated Heating capacity

UK Cooling Total/Sensible kW 3.6/2.6 5.6/3.6

UK Heating kW 34 5.3

Sound pressure level (H/M/L) dB(A) 47/40/30 47/40/30
Indoor Airflow (H-M-L) I/s 580/420/270 620/460/270
Dimensions (HXWxD) mm 600x700x%210 600x700x210
Weight kg 15 15
Suggested Power & Fuse rating V-ph-Hz & A 220/240-1-50 & 6 220/240-1-50 & 6

Pipe Connections (Gas - Liquid) inch 1/2 -1/4 1/2 -1/4



VRF Indoor Units - Console Recessed

Indoor Unit
Indoor Unit Retail Price

Rated Cooling capacity

Rated Heating capacity

UK Cooling Total/Sensible

UK Heating

Sound pressure level (H/M/L)
Indoor Airflow (H-M-L)
Dimensions (HxWxD)

Weight

Suggested Power & Fuse rating
Pipe Connections (Gas - Liquid)

kW
kW
dB(A)
I/s
mm
kg
V-ph-Hz & A
inch

40VLOO7R-7G-QEE

2.2/1.8
21
38/35/33
750/650/550
624x1116x221
29
220/240-1-50 & 10
3/8-1/4

2.8/21
27
38/35/33
750/650/550
624x1116x221
29
220/240-1-50 & 10
3/8-1/4

40VLO12R-7G-

3.6/2.6
34
40/37/35
750/650/550
624x1116x221
29
220/240-1-50 & 10
1/2-1/4
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VRF Indoor Units - Air-to Air Heat Exchanger

Indoor Unit
Indoor Unit Retail Price

Operating Range - Around Unit* °C - %RH
Operating Range - Outdoor Air* °C - %RH
Operating Range - Return Air* °C - %RH
Standard Air Flow, High - Medium - Low m3/h
External Static Pressure Max. Pa
Sound Pressure High-Medium-Low dB(A)
Temperature Exchange Efficiency (High Air Flow)* %
Enthalpy Exchange Efficiency (High Air Flow)* %
Dimensions (HxWxD) mm
Weight kg
Duct Nominal Diameter Supply/Return mm
Suggested Power Supply (with Heater Kit) V-ph-Hz & A

* Awaiting Factory Confirmation

-15to 50 - < 80
-20to 52 - <80
5t040-<80
150/120/90
65
33/29/26
835
80.0
235 x 820 x 650
36

*

220/240-1-50 - *

40VHO25A-7E-

-15to 50 - < 80
-20to 52 - <80
5t040-<80
250/200/150
75
35/31/27
80.5
76.0
235 x 835 x 750
41

*

220/240-1-50 - *

-15to 50 - < 80
-20to 52 - < 80
5t040-<80
350/280/210
80
38/35.8/31
815
76.0
235 x 876 x 750
43

*

220/240-1-50 - *



VRF Indoor Units - Air-to Air Heat Exchanger (Continued)

40VHO50A-7E-

QEE

Indoor Unit

Indoor Unit Retail Price

Operating Range - Around Unit* °C - %RH
Operating Range - Outdoor Air* °C - %RH
Operating Range - Return Air* °C - %RH
Standard Air Flow, High - Medium - Low m3/h
External Static Pressure Max. Pa
Sound Pressure High-Medium-Low dB(A)
Temperature Exchange Efficiency (High Air Flow)* %
Enthalpy Exchange Efficiency (High Air Flow)* %
Dimensions (HxWxD) mm
Weight kg
Duct Nominal Diameter Supply/Return mm
Suggested Power Supply (with Heater Kit) V-ph-Hz & A

* Awaiting Factory Confirmation

-15to0 50 - < 80
-20to 52 - < 80
5t0o40-<80
500/400/300
90
43/39.6/34
795
74.0
280 x 1100 x 800
52

*

220/240-1-560 - *

-15to0 50 - < 80
-20to 52 - < 80
5t040-<80
800/640/480
90
46/42.9/37
775
72.0
385 x 1138 x 1000
81

*

220/240-1-50 - *
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VRF Indoor Units - Air-to Air Heat Exchanger (Continued)

Indoor Unit

Indoor Unit Retail Price

Operating Range - Around Unit* °C - %RH
Operating Range - Outdoor Air* °C - %RH
Operating Range - Return Air* °C - %RH
Standard Air Flow, High - Medium - Low m3/h
External Static Pressure Max. Pa
Sound Pressure High-Medium-Low dB(A)
Temperature Exchange Efficiency (High Air Flow)* %
Enthalpy Exchange Efficiency (High Air Flow)* %
Dimensions (HxWxD) mm
Weight kg
Duct Nominal Diameter Supply/Return mm
Suggested Power Supply (with Heater Kit) V-ph-Hz & A

* Awaiting Factory Confirmation

-15to0 50 - < 80
-20to 52 - < 80
5t0o40-<80
1000/800/600
75
48/44.7/39
79.0
74.0
385 x 1150 x 1150
91

*

220/240-1-50 - *

-15to0 50 - < 80
-20to 52 - < 80
5t040-<80
2000/1600/1200
70
55/49.2/44
78.5
73.0
600 x 1450 x 1150
142

*

220/240-1-50 - *



VRF Accessories

Wireless Controls

Wired Controls

Central Controllers

BMS, Gateways and
Adapters

Model

40VCI67FQEE
40VCIR7FQEE

40VCW117FQEE
40VCW217FQEE
40VCW317FQEE

40VCC837FQEE
40VCC617FQEE
40VCC727FQEE

40VCB217FQEE
40VCBB17FQEE
40VCBLI7FQEE
40VCBKI17FQEE
40VCBK27FQEE
40VCBK37FQEE
40VCCWI7FQEE
40VCCRI17FQEE
40VCBN7FQEE
40VCBMI17FQEE
40VCCX17FQEE
40VCC727FQEE

Description

Wireless Controller
Wireless Controller Receiver (Ducts)

Simple Wired Controller
Standard Wired Controller
Scheduling Wired Controller

Group Controller up to 64 IDU
Central Touch screen Controller 256 IDU
Central Controller Touch Screen - 512 IDU with Web browser & Multi language

Local BMS remote monitoring
BMS control-BACnet gateway
BMS control-Lonworks gateway
BMS control - KNX gateway up to 8 IDU
BMS control - KNX gateway up to 16 IDU
BMS control - KNX gateway up to 64 IDU

WI-FI Module
Protocol Adapter
Local BMS Control

Protocol & Electricity Data Collection Adapter
Protocol Adapter (128 IDU) - for Touchscreen 512 IDU
Central Controller Touch Screen - 512 IDU with Web browser & Multi language

Price

€43

€91

€127
€239

€743
€1,515
€8,543

€13,365
€3,022
€6,916
€10,098
€19425
€190
€342
€808
€371
€928
€8,543
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VRF Accessories (Continued)

Branch Kits

Fascia panels

Filters

Service Tool

Model

40VJO12M7-HQEE
40VJO18M7-HQEE
40VJ026M7-HQEE
40VJ048M7-HQEE
40VIJ072M7-HQEE
40VJ052G7-HQEE
40VIJ078G7-HQEE
40VJ044G7-RQEE
40VJ066G7-RQEE
40VJ088G7-RQEE
40VJ012M7-RQEE
40VJO18M7-RQEE
40VJ026M7-RQEE
40VJ048M7-RQEE
40VJ072M7-RQEE

40VPUO54R7EQEE
40VPUO54A7EQEE
40VPUO18C7SQEE
40VPUO1827GQEE
40VPUO1217EQEE
40VPDO16L7EQEE
40VPDO24L7EQEE

40VFCO18F7-QEE
40VFCO054F7-QEE
40VFK030S7-QEE

40VCTOOLQEE

Description

Branch Kit <33.5kW (For 2-pipe HP system)

Branch Kit < 33.5-50.6kW> (for 2-pipe HP system)
Branch Kit < 50.6-73kW > (for 2-pipe HP system)
Branch Kit < 73-135kW > (for 2-pipe HP system)

Branch Kit < 135- 204kW > (for 2-pipe HP system)

ODU branch connection (for 2 pipe heat pump system, 2 ODU)
ODU branch connection (for 2 pipe heat pump system, 3 ODU)
Outdoor branch connection (for 3 pipe system, 2 ODU )
Outdoor branch connection (for 3 pipe system, 3 ODU )
Outdoor branch connection (for 3 pipe system, 4 ODU )
Branch Kit <33.5kW (for 3-pipe system)

Branch Kit< 33.5-50.6kW> (for 3-pipe system)

Branch Kit < 50.6-73kW> (for 3-pipe system)

Branch Kit < 73-135kW > (for 3-pipe system)

Branch Kit < 135- 204kW> (for 3-pipe system)

Round-way Cassette Panel - Standard
Round-way Cassette Panel with Presence Sensor
Compact 4 -Way Cassette Panel
2 Way Cassette Panel
One-Way Cassette Panel
Slim Duct - DC panel up to 16k
Slim Duct - DC panel 18 to 24k

PM2.5 Filter Flex Ceiling Floor
PM2.5 Filter Flex Ceiling Floor
PM2.5 3M Filter Highwall

Carrier Service Monitoring Tool

1
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Price

€108
€123
€153
€235
€359
€17
€383
€254
€601
€1,036
€230
€239
€289
€446
€788

€317
€605
€288
€521
€377
€198
€233

€324
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